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GOVERNMENT * SPECS. 


Blackhawk roo.s 


Most Blackhawk tools meet Government specifications. Listed below are some Government specifica- 
tion numbers and Blackhawk part numbers meeting these specifications. The tools listed are those most 
frequently appearing on Government purchase orders. Part numbers applying to other Government Speci- 
fications may be obtained by writing Service Department, Blackhawk Hand Tools, New Britain, Conn. 


ADJUSTABLE WRENCHES 


Specifications Type Class Style Description Part Number 
GGG-W-631a-8 1 Pit) éaies wera AW-1004 to AW-1018 


FLAT WRENCHES 


Specifications Type Class Style Description Part Number 

GGG-W-636a | 1 A Long 15° Box BW-1258 to BW-1268 

GGG-W-636a 1 1 B Short 15° Box BW-1601 to BW-1605 

GGG-W-636a | 2 A Long 45° Box BW-1208 to BW-1226 

GGG-W-636a | 2 B Short 45° Box BW-1401 to BW-1405 

GGG-W-636a it saa .... Combination BW-1161 to BW-1176 

GGG-W-636a Iv pate --- Open End 4019 to 4037 

GGG-W-636a x 1 ....  Tappet 1090G to 1094 
SOCKET WRENCHES 

Specifications Type Class Style Description Part Number 

GGG-W-641b aise Samir wu. Me" Drive GW-1208 to GW-9999 

GGG-W-641b aero Vai seagi %" Drive 30008 to 34999 

GGG-W-641b a avers -.-. A" Drive 40114 to 49999 

GGG-W-641b wrtess rate -... 4" Drive 60028 to 69999 

GGG-W-641b ean Eseen ae 1" Drive 80046 to 89998 

PLIERS 

Specifications Type Class Style Description Part Number 

GGG-P-471a D oes Battery Pliers PT-1259 

GGG-P-471a E 1 Riblock PT-1250 

GGG-P-471a E 2 Ignition PT-1251 

GGG-P-471a E 2 eagate Water Pump PT-1253 

GGG-P-471a F 1 1 Slip Joint PT-1002 

GGG-P-471a c 1 1 Slip Joint PT-1003 

GGG-P-471a F 1 1 Slip Joint PT-1004 

GGG-P-471a F 2 1 Thin Nose Slip Joint PT-1071 

GGG-P-471a H 1 2 Electricians PT-1052 

GGG-P-471a H 1 2 Diagonal PT-1060 

GGG-P-471a H 2 Diagonal PT-1057 

GGG-P-471a P a Chain Nose PT-1128 

GGG-P-471a T 1 Needle Nose PT-1149 


GUARANTEE 
BLACKHAWK "“Service-Proved" Tools Are Guaranteed ! 


All Blackhawk tools are “Service-Proved” and all are guaranteed against defects 


in both materials and workmanship. Free replacement or repairs will be made on 
all tools that do not stand up to this guarantee. 


Tools that have been abused or have worn out in normal usage can not be re- 
placed. Likewise, any tools that have been heated, ground, or subjected to ham- 
mering and unreasonable leverage can not be replaced. 
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Adjustable Wrenches . . .36, 39 
Aluminum Pipe Wrenches . .36 
Audiscope 
Ball Pein Hammers 
Battery Lifters ...... 
Battery: PUers: ... cso kapinsrean 
Battery Terminal Spreader 
and Cleaner gine a 45 
Battery Terminal Pullers . . .77 
Bendix Brake Spring Tool . .62 


Body Dollies ............ 72 
Body and Fender Tools. . 70-73 
Body Files 3 sciisissansds osS2 


Body Hammers ..... 
Bolt and Nut Sizes. . 
Bolt and Rivet Cutter. 
Box Wrenches ......... 

Box Wrenches, Ratcheting. .38 


Brake Clip, Hydraulic. ..... 62 
Brake Cylinder 

Resurfacing Tool ....... 63 
Brake Service Tools... . 62-63 
Brake Spring Pliers........ 44 
Brake Wrenches .......... 63 
Brushils, Wie wisiceesen ye sie 58 
Brush and Scraper, 

Heavy Duty ........... 58 
Bushing Remover or 

Replacing Set .......... 64 
Bus Rim Wrenches........ 60 


Cape Chisels Pi 
Carbon Cleaning End Brush. 58 


Carbon Scrapers ......... 69 
Carburetor Wrenches . 54 
Center Punches ..... 51 
Chain Wrench, Universal 39 


Chest’, TOO) siescaaiouns 22-23 
Chevrolet Brake Shoe Tool. .62 
Chevrolet Distributor Socket . .4 
Clutch Head Screw Driver. .47 


Col Chisels iiss sift ere:siacoreave 50 
Cold Chisel Set...........50 
Combination Wrenches ... .32 
Commutator Smoothie .... . 69 
Cotter Pin Extractor....... 53 
Curved Needle Nose Pliers. .43 
Carved Spoon 6 oli evasion 73 
Curved Tooth Files. . . -52 
Cutter, Bolt and Rivet... ... 39 


Cutter, Tube 
Deglazing Tools ... 
Diagonal Pliers 


Diamond Point Chisel. ..... 50 
Diesel Piston Ring 
Compressors .....-...- 68 


Dinging Hammers ........ 71 


Page 
Dinging Spoon ........... 73 
Distributor Wrenches ...... 54 


Dollies 
Drain Plug Wrench. .. . 
Drills, High Speed..... 


Drill Sets 
Duck Bill Wiring Pliers... . 
Electrician’s Standard Pliers .43 
Electrician's Type 

Screw Drivers ......... 46 
Hleotric’ Tester’ sic xis xs ge sos 55 


Extensions, Socket 
4, 6, 11, 15, 18 


Extractors, Screw ......... 53 
Feeler Gauges ........ 40-41 
Feeler Gauge Blades....... 41 


Feeler Gauge Blade 
Holders 
Files, Bastard ............ 
Files, Body 
File Holders .... 
Finishing Hammers ....... 
Flare Nut Wrenches. . . 
Flaring Tool, Tube....... 
Flex Handles . .4, 6, 11, 15, 18 
Flexible Carbon Scrarer... . 
Flex Wrenches . . 
Ford Hub Puller 
Ford V-8 and Mercury 


Viale Bitter: oe oe vs cvraceis 67 
Gauges, Feeler........ 40-41 
Government Specifications . . . 1 
Grease Fitting Tools....... 61 
Grip Handles ........... 4,6 
Groove Cleaner, Piston Ring 68 
Half-Moon Wrenches ...... 37 


Hack Saw Blades. . . 
Hack Saw Frames......... 


Fenders 0.5 52s dh.2i9 0 70-71 
Handle Bars .. .4, 6, 11, 15, 18 
Hexite Open-End Wrenches. 31 


Hex Key Wrenches. . . RY i 
Hex Key Wrench Sets. oT 
High Speed Drills......... 56 
Hinged Offsets .4, 6, 11, 15, 18 
Hog Ring Body 

Trimmers’ Pliers ........ 44 
Hose Clamp Pliers ........ 45 
Hab Puller s..,055.35 ine os Sad 77 


Hydraulic Brake Clip Tool. .62 
Ignition Open End Wrenches 31 


Kpnition: Piers! soe no. der soe in 45 
Ignition Point Files........ 52 
Ignition Sets .......... 31,59. 
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Impact Sockets ..........- 20 
Jimmy Bars ............- 
Knife, Shop . . 
Lady Foot Pry Bars 


Lever Jaw Wrenches. 
Lifters, Valve ...... 
Lightweight Mallets . 
Lining Up Punch ... 
Lock Clip Remover. 
Lock Ring Pliers... . 
Lotp CHses: scainexse 5 

Magnetic Pick Up Tool..... 69 
Mallets, Rubber .......... 

Master Tool Sets. : 
Muffler Tools ...........- 


Multi-Plug Wrench ....... 61 
Nut and Bolt Sizes. . .80 
NMUIBUSIED xcsccints on ae ee. sa 49 
Nutmaster Wrenches ...... 30 
Offset Screw Drivers....... 47 
Open-End Wrenches ...... 31 
Open-End Wrench Sets... .. 34 
Paddles, Solder «i. «0. +. 73 
Panel Cutter ........ 5 ie ae 
Phillips Screw Drivers. . . 47-48 
Pick Up Tools............ 69 
Pin Punches ..... soil 
Pin Punch Set... . exer DO 
Pipe Wrenches ..........- 36 


Piston Ring Groove Cleaner. 68 


Piston Ring Compressors . . .68 
Piston Service Tools....... 68 
Pitman Arm Wedge. ....... 76 
PURI wees sie said 9x7 42, 43, 44, 45 
Plier-Wrenches .......... 37 
Point Bender « 1. ss ¢secen.s 54 
Prick Punch ..... mal 
PABA 5 2: eas ranessa 60 
Pullers: ... ... -- =. 74, 75, 76, 77 
Puller Attachments ....... 75 
Puller, Three Arm......... 74 
Puller, Two Arm.........- 74 


Push-Pullers ....0.:0:060 0 + 75 
Radio Service Screw Drivers .46 
Ratchet Adaptors 4,6, 10, 16,19 
Ratcheting Box Wrenches. . .38 
Reamers, Adjustable ...... 64 
Rethreading Die Kits...... 59 
Reversible Ratchets 

4,6, 10, 15, 18 
Rib Lock Pliers. ..... 43 
Ridge Reamers ..........65 
Rim and Tire Tools. . . . . 60-61 
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Rivet and Bolt Cutter...... 39 
Rivet Buster tccjwens oe wad 


Rules, Steel Tape... .. 69 
Scrapers, Carbon .. 


SOHAL AWD 35 os 55 erence 


Screw Drivers ...... 
Screw Extractors ...... 11,53 
Screw Holding 

Screw Drivers .......... 47 


Screw Starters .. 
Sets, Open-End, Box, Tappet 
and Combination 

WHEHCHESiscidaas.nn na 34-35 
Sets, Socket Wrench 

5, 9, 13, 17, 19, 24-27 
Shock Absorber Link Sep.. .76 
Side Cutter Pliers......... 42 
Slide Hammer Puller...... a 
Sliding Offsets 
Slip-Joint Pliers . 
Snap Ring Pliers....... 
Socket Adapters . .6, 10, 16, 19 
Socket Wrenches 

4" Drive 

34” Drive .. 

YA" Drive 

¥%” Drive .. 
1” Drive 

TRACE TA? wcansercern den ins 2 
Socket Wrench Sets. 

BAY DING. scovesncounnard ops sed 

HK" Drive ... 

4" Drive 
¥%” Drive . . 
on Drive . 

Soft Face Hammers. ...70 
Solder Paddles ........... 73 
Soldering Irons ...... +a 255 
Spanner Wrench . ens ate 
Spark Detecting Screw Driver 48 
Spark Plug Thread Chasers. .59 
Speeder Handles ....... 6,11 
Split Lock Inserter, 

PAPO ais ccs tes Searomsanvers 
Spoons, Brake ..... . 
Spring Compressors . . 
Starter Switch .......... 


Starting Punches .........51 
Stéel Tape Rates. os cos assis 69 
Stillson Wrenches .........36 
Stud Setters ......... 11, 20 


Stud Wrench . 
Taps and Dies 
Taper File 

Taper Punches ...........51 
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Tape Rules, Steel... . .69 
Tappet Wrenches .... 31 
Tester, Electrical P Re) 
Thread Restorers ...... 59 
Tie Rod and Drag 

Link Adjusters .......8, 11 
Tin Snips ........ ar) 208 in 
Titec 0NS ace vis 0 . 60 
Tire and Rim Tools....... .60 
Torque Wrenches ......28, 29 
Trimmer’s Hammer, 

Magnetic ere 71 
Tube Cutter ..... on aires 
Tube Flaring Tool...... . 68 
Tubeless Tire Bead 

Expander soa os as seas Ol 
Two Arm Pullers .........74 
Universal Joints 4, 8, 10, 16 
Utility Hammer ... ress) 
Valve Guide Cleaner F 67 
Valve Lifters . 4 66- 67 
Valve Service Tools... . 66-67 


Valve Tappet Adj. Tools. . . .67 
Water Pump Pliers... .... .43 
Wire Brushes ...... 58 
Wood Handle Screw Divers 48 
Wrenches 


Adjustable .........36, 39 
BOK. oe oni otse tresses end enae 
CRAM car tt ee aiearenand oy oD 
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Combination utah wa hoe 
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Half-Moon ............37 
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Ignition ....... 31 


Lever Jaw 37 


Nutmaster ¢ BO. 
Offset .... 33 
Open-End cere 
Pips s03 neg ececuya 36 
FUE sexys. lsnn 24a wixaranaes 37 
Ratcheting Box ........38 


Reversible Ratchet 
4, 6, 10, 15, 18, 21 


Rim Tools 60 

Sets ...:.5).95,13, 17.19; 24 

26, 27, 30, 31, 34 
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Punches 


Screw Drivers . .46-47-48 
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31, 34, 35 
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5,9, 13, 17, 24, 26, 27 


Tire and Rim Tools. 60-61 
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Va"" SQ. DRIVE TOOLS 


GW-9998 


GW-9649 


GW-9899 


GW-9550 


GW-9554 


GW-9578 


Blackhaurk rots 


POWERGRIP Reversible Ratchet 

This close acting, positive grip ratchet will save you 
time when assembling intricate parts in a minimum of 
space. For detailed information on Powergrip Ratchets 
see page 21. 

No. Length Weight 
GW-9998 5” 42. 
GW-9998R Ratchet Renewal Kit. 


Hinged Offset 
Handle is cross drilled to be used with Handle Bar 
No. GW-9149 to get greater leverage. 

No, Length Weight 
GW-9749 6" 3A on. 
Sliding Offset 
A handy tool of many uses, Stops at either end prevent 
head from sliding off. 


No. Length Weight 
GW-9649 4," 2ox. 


Extension Bar 


Head has a %4” square drive opening for assembly with 
Ratchet, Hinged Offset or Grip Handle. 


No. Length Weight 
GW-9899 5" 2 ox. 
Handle Bar 


For insertion in cross holes of the Hinged Offset. Has 
ball stop to prevent slipping through cross hole. 


No. Length Weight 
GW-9149 3" 2 o7. 


Grip Handle 


Shock-proof, colored plastic grip. An excellent tool for 
rapid tightening and loosening of nuts and bolts. 


No. Length Weight 
GW-9550 ‘oF 202, 


Ratchet Adapter 


Swiftly converts flex handle or any drive part into a 
ratcheting tool with reversible action. 


No. Length Weight 
GW-9967 1%" 407. 


Chevrolet Distributor Socket 


Handy, pronged Socket removes slotted nut in 1953 
and later Chevrolet distributor mcunts. 


No. Weight 
GW-9554 | oz. 
Universal Joint 
Spring loaded to eliminate flip-flop 
No. Length Weight 
GW-9578 1%" 202. 


‘4"' SQ. DRIVE TOOLS 


Blackhaurk too.s 


¥Y INCH DRIVE SOCKETS 
Single Hexagon 


No. Size Length Weight 
GW-1606 Ae ts 202. 
GW-1607 Ysa I 2 oz. 
GW-1608 Ya a 2 02. 
GW-1609 a2 I 2 02. 
GW-1610 he ts 27. 
GW-1611 "ho A 2 ot. 
GW-1612 % tn 3 oz. ! 
GW-1614 he h 3on 7 
ot = 
Extra Deep Single Hexagon GW 1208 GW-1606 Gw.1508 
No. Size Length Weight to GW 1212 to GW-1614 te GWi814 
GW-1508 Ya 2 3 oz. 
GW-1509 Yaa 2 3 oz. 
GW-1510 Ae 2 3 oz. 
GW-1511 Yao 2 3 oz. 
GW-1512 % 2 3 oz. 
GW-1514 he 2 3 oz. 
Double Square 
No. Size Length Weight 
GW-1208 Ya te 3 oz. 
GW-1210 he I 3 oz. 
GW-1212 % uh 4on. 


No. 19N Nuggie Socket Wrench Set 
A selected assortment of popular Nuggie Drive Tools 
and Sockets with the addition of a complete Miniature 
Combination Wrench Set. 


No. Description No. | _ Description 
Drive Tools Single Hex. Soc. (cont'd) 
5 
GW-9998 | Ratchet GW-1610) Hs 


he i 
GW-9550| Grip Handle || GW-1611) ‘V2 
GW-9899| Extension Bar || GW-1612) % 


19N Set 

GW-9149| Handle Bar || W-16141 “ie " 
GW-9749 | Hinged Offset|| Miniature Comb. 

Wrenches: 
F . BW-1020 | 7/2 
Single Hex. Sockets: BW-1021 | 4 
GW-1606) i. BW-1022 | "2 
GW-1607) 7/2 BW-1023| ‘/s 
GW-1608) BW-1024 |!'/s2 
GW-1609| %/2 BW-1025| % __| 

N5 Plastic Case (5/2"' x 35/6" x 17/6" 

19N SET Weight: | Ib. 14 02. 


No. 10N Nuggie Socket Wrench Set 
If your work is limited and you do not need the com- 
plete set of 44” Drive tools, then this smaller set will 
appeal to you. An excellent “starter” set. 


No. Description | {__No. Description ] 
Drive Tools Single Hex. Soc. (cont'd) 
GW-9149 | Handle Bar GW-1608 | 4 

GW-9749 |Hinged Offset] | GW-1609 | %2 


GW-1610 | %is 
Single Hex. Sockets: GW-1611 |! "2 


GW-1606 | Ys GW-1612 | % 

GW-1607| 72 GW-1614 | 7s 

i N5 Plastic Case (5%2"x 39/4" x Iie") | LON et 
TON Set Weight: 1 1b.4 oz. 


¥g" SQ. DRIVE TOOLS 


34982 


Blackhawk roo1® 


POWERGRIP Reversible Ratchet 

A close acting, positive grip ratchet. The POWER- 
GRIP will operate in the tightest, most confined areas 
and still give safe, sure, smooth ratcheting action. For 
detailed information on Powergrip Ratchets see page 21 

No. Length Weight 
34999 7a" 10 on. 
34999R Ratchet Renewal Kit. 

Flex Handle Ratchet Wrench 

This sensational new wrench is just the thing for those 
hard to reach places. The hinge joint at the ratchet 
head allow a 30° swing in the handle so you can work 
around manifolds, air cleaners, and generators when 
removing and installing spark plugs. This ratchet head 
is the same as the %” drive Powergrip ratchet. 


Part No. Drive Weight 
34997 ”" % Ib. 
34999R Ratchet Renewal Kit 


Ratchet Adapter 


Swiftly converts a flex handle, torque wrench or any 
drive part into an unusually effective ratcheting tool, 
with reversible action. Also available in%4’"2” and%” 


Drive. 
No. Length Weight 
34967 Sie" 6 or. 


Hinged Offset 


The thin, tough throat and taper shank permits plenty 
of room in close quarters. 


No. Langth Weight 
34986 10" 8 or. 
Handle Bar 


For extra leverage and to make T or L combinations, 
use this Handle Bar. 

No. Length Weight 
34985 6" 3 on. 
Extension Bars 
For that extra leverage, for those hard-to-get-at nuts 

and bolts, use these Blackhawk %” Extension Bars. 


No. Length Weight 
34989 1%" 202. 
34988 a 3 oz. 
34987 6" 402. 
34984 Ww" 6 02. 
34983 1g" 8 oz. 


Grip Handle 

For fast preliminary tightening, this Grip Handle is a 
must for every mechanic. Has a colored plastic handle. 

No. Length Weight 
34976 5" 2 on. 

Speeder Handle 

For maximum speed in tightening or loosening nuts, 
there is nothing faster than the Blackhawk Speeder 
Handle. 


No. Length Weight 
34982 164" 1207. 
Adapters 


Use 3%” and 4” Drive Sockets with 76”, 14”, and 
¥%"" Drive Attachments with these adapters. 


No. Female Male Weight 
34964 he” %” 2 oz. 
34965 Be %” 4o0z. 
34966 %” y” 4 oz. 


RL Lh f ¥g"" SQ. DRIVE TOOLS 
TOOLS 


Single Square 
No. Site Length Weight 
30709 Yaa "Ne | oz. 


For use in removing plugs from Dynaflow transmissions 


Two in One Socket 
30634S Special 1” and 1'/s” drive double broached 
socket for Stop Light and Oil Pressure Light 
switches. 


Single Hexagon 


No. Size Length Weight 
30008 Ya hy | oz. 
30010 Ag hy 2oz. 
30612 % Ny | oz. 
30614 he Ny 2 ox. 
30616 vA Ny 202. 
30618 " I 202. 
30620 % | 202. 

Extra Deep Single Hexagon 

No. Size Length Weight —— 30008 
HW-1512 % 2 4or. (<= 30010 
HW-1514 Ne 2 401. ‘fa 30612 to 30620 
HW-1516 “a 2 401. tig 
HW-1518 3 2% 3 oz. fii ; a 
HW-1520 i) 2/4 3 oz. re 1 \ 
HW-1522 Ne 2h 3or. ta = 
HW-1524 % 2A 4 oz. rm 
HW-1526 Ns 2A 402. re 
HW-1526S* Ne 2h 4oz. H 
HW-1528 h 2h Pex: Ss 
* Has Neoprene insert to hold sparkplug securely. 

Double Hexagon ae 
‘ i o HW.1528 

No. Sire Length Weight HW-15265S 
30012 % ‘Ne 202. 
30014 N "ig 302. 
30016 vA he ox. 
30018 ne I 2oz. 
30020 A | 202. 
30022 Me Ar 202. 
30024 % WAz 2 ox. 
30026 he a2 3 07. 
30028 I \5A2 3 oz. 

Double Square 

No. Size Length Weight 
HW-1210 Ae iy Ae 
HW-1212 Y% iy oz. oe 
HW-1214 Ne We 3 on. ¢ a | 

. . | HW-1210 
Metric Single Hexagon Sockets \ | ) to HW-1214 

No. Opening Size, MM. Weight i 
32009M 9 io! te 
32010M 10 | oz. 
32011M i | oz. 
32012M 12 | oz. 
32014M 14 2 o7. 
32017M 17 2 o2. 
32019M 19 2 oz, 

7 Piece Metric Socket Set 
Contains 1 each of the 34” Drive Metric Sockets listed 
above, packed in metal edge fibre box. eee 
No. Weight 32019M 7 


7M 12 oz. 


¥g'' SQ. DRIVE TOOLS 


34993 


30212 
to 30224 


HW-9505 
HW-9506 


HW-9451 
to HW-9453 


HW.9445- | 
to HW.-9449- | 


HW-9456 
HW-9457 


HW 9445 
to HW.9449 


Blackhaurk too®s 


Universal Joint 
This attachment operates through a full 90° angle and 
gets into those tight corners. The friction spring always 
holds it in the desired position 
Length Weight 


No. 
34993 he 3 o2. 


Double Hexagon Universal Joint Sockets 
These Sockets operate through a full 90° angle. Internal 
friction springs hold the Universal Joint Socket in the 
desired position to reach hard to get at places. 


No. Size Length Weight 
30212 % "Ae 2 oz. 
30214 Ne 1% 2 02. 
30216 Ya Ig 22. 
30218 Ne "se 202. 
30220 Ye Ie 3 oz. 
30222 he 1752 3 oz. 
30224 % 1% 3 oz. 


Tie Rod and Drag Link Adjuster 
Made to be used with all slotted screws and nuts such 
as found on tie rods, drag links and steering gear. 
Ag” wide. ie” or .0625 blade thickness. 

Weight 


No. 
34991 2o. 


Screw Driver Bits 
These bits are excellent for all slotted head screws 
Are strong, accurately machined to fit screw slot, will 
not slip. 344” long 


No. Blade Size Weight 
HW-9505 035" by \4" blade 3 oz. 
HW-9506 .040" by %"' blade 3 02. 


Phillips Screw Driver Bits 


A popular tool for automotive body work and for many 
industrial applications also. Available in three sizes 


No, Bit Size Weight 
HW-9451 No, 2 3 o7. 
HW-9452 No. 3 3 oz. 
HW-9453 No. 4 3 oz. 


Clutch Head Screw Driver Bits 
This rounds out the line of Blackhawk Screw Driver 
Bits so that you can tackle most any job. 


No. Size Weight 
HW-9456 A" 3 o7. 
HW-9457 Yea" 3 o7. 


Allen Wrench Bit 


The wide spread use of Allen Head screws requires a 
set of these wrenches in both the industrial and auto- 
motive fields. The hex heads are accurate, fit the screw 
precisely. Can be used on all %” Drive Handles. 
20” long. Replaceable bits available in all sizes 


Ne. Size Weight Bit No 
HW-9449 Ae" 3 oz. HW-9449 -1 
HW-9448 "hr" 3 oz. HW-9448 -1 
HW-9447 Ya" 3 oz. HW-9447 -1 
HW-9446 Ae" 3 oz. HW-9446 -1 
HW-9445 %" 3 oz. HW-9445 -1 


Rackhaurk TOOLS 


34 INCH DRIVE WRENCH SETS 
No. 24Q Set 


A complete 24 piece set to tackle any job, big or small. 


A 14 piece set to handle most jobs 


No. | Description _]  [Ne. [Description] 
Drive Tools | Double Hex. Sockets 
34982 | Speeder 30012 % 

34984 | 9/2" Exten. 30014 Ne 
34985 | Handle Bar 30616 "a 
34986 | Hinged Offset 30018 Ne 
34987 | 5" Exten. 30020 th 
34993 | Univ, Joint 30022 "es 
34999 | Ratchet 30024 % 
__HW-8999 Metal Box (18” x 5%” x 1%”) 
169 Set Weight: 5 lb. 14 oz. 


No. HW-12 Set 


A handy 11 piece set for average maintenance work. 


No. |Description | = [_No. [Description | 
Drive Tools Double Hex. Sockets 
34985 | Handle Bar . 

34986 | Hinged Offset | | {cont'd | 
Single |Hex. Sockets | 30014 - 
| 30016 Ya 
Saha dl at | 30018 Ye 
30010! ‘x 30020 % 
Double Hex. Sockets | 30022 ‘hg 
30012! % | 30024 % 
HW-8998 Metal Box ( 10/2" x3"x 1%") 
HW-12 Set Weight: 3b. 402. 
No. 8G Set 
An 8 piece selection of most popular Deep Sockets. 

[- No. Description | [ No. [Description 
Extra Deep Single Hex.| [Extra Deep Single Hex. 
Sockets | |Sockets (cont'd) 
HW-1512 | % HW-1520 Ye 
HW-1514 he | |HW-1522 "Ne 
HW-1516 | ‘4 | |HW-1524 | 1% 
HW-1518 Ne | |HW-1526 | '%s | 


30750 Metal Box (7"x2%"x | | 
8G Set Weight: 4 lbs. 607. | 


maith 


lo._| Desc __ No. __| Description _ 

Drive Tools Single Hex. Sockets | 
34982 | Speeder 30008 | % 
34984 | 11" Exten. 30010 hg 
34985 | Handle Bar 
34986 | Hinged Offset 
34987 | 5" Exten. Double Hex. Sockets 
34988 | 3" Exten. 30012 % 
34991 | Tie Rod Adj. 30014 he 
34993 | Univ. Joint 30018 \h 
34999 | Ratchet 30018 % 
Extra Deep | 30020 % 
Single Hex. Sockets | 30022 hy 
HW-1516 | '4 30024 Ys 
HW-1518 Ne | 30026 "ey 
HW-1520 Ye 30028 h 
HW-1526 | Ne L 

HW-8999 Metal Box (18” x 5%” x 1%”) 
249 Set Weight: 6 lbs. 8 o. | 

No. 16Q Set 


¥e"" SQ. DRIVE 
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SQ. DRIVE TOOLS 


49978 


Blackhaurk roo8 


POWERGRIP REVERSIBLE RATCHET 


New patented design. Five years of engineering and 
development brings the toughest, most rugged ratchet 
yet designed. Check these features: 


e 60 Tooth gear— permits ratcheting in restricted 
areas. 


e 12 Tooth pawl — designed for compression engage- 
ment. Pressure is applied directly to ratchet head 
rather than individual teeth. 


¢ Simplicity — working unit can be replaced in a jiffy 
for instant ratchet renewal when mechanism becomes 


worn out. 

No. Length Weight 
49999 10" IIb. 
49999R Ratchet Renewal Kit. 


NEW 15 Inch REVERSIBLE RATCHET 


The increased length — 5 full inches — means that you 
increase the power 33% to make your toughest work 
problems a cinch! 


No. Length Weight 
49998 15” 1% Ib. 
49999R Ratchet Renewal Kit 


Ratchet Adapter 
Swiftly converts a flex handle, torque wrench or 
any drive part into an unusually effective ratcheting 
tool, with reversible action. Also available in %" 
%” and %” drive. 
No. Length Weight 
49973 Vs" 8 ot. 


Universal Joint 


A must for every mechanic to get into those tight 
places. Has friction springs to prevent flopping—always 
held in desired position. Is short coupled, accurately 
machined. 


No. Length Weight 
49978 2%" 602. 
Adapters 


Use your 2” drive sockets with “As” or 34” drive at- 
tachments with these adapters. 


SIZES 
No. Female Male Weight 
49974 Ne" eBid 3 oz. 
49991 %” a" 8 oz. 
34965 4” Y" 4 oz. 
34966 A” %” 4 oz. 


69992 ”" x" | Ib. 6 oz. 


Blackhaurk TOOLS 


Hinged Offsets 


For those hard to get at nuts and bolts these drop- 
forged Blackhawk offset Wrenches are the answer. The 
hinged offset allows tool to be worked in any position. 
Long, taper shank provides full leverage. Has cross 
hole for No. 49986 Handle Bar to make T or L 
combination. 


No. Length Weight 
49985 15” Ib. 8 oz. 
49988 is" IIb. 12 oz. 

Handle Bar 


For extra leverage and to make T and L combinations 
use this Handle Bar. Has center groove for positive 
position and stop buttons at end to prevent accidental 


disengagement. 
No. Length Weight 
49986 10%" 12 ox. 


Speeder Handle 


For speeding your work and doing it more easily, use 
this Speeder Handle. 

No. Length Weight 
49992 18/4" IIb. 10 or. 


Extension Bars 


Use these Extension Bars to get full use of your 2” 
Blackhawk Wrenches. 


No. Length Weight 
49966 5" 12 ot. 
49990 10" 1402. 
49972 19" | Ib. 2 oz. 


Sliding Offset 

This %s” bar has a groove at the center which en- 
gages the spring-backed ball in the head to make T or 
L combinations for firm tightening of nuts and bolts. 
Head held by ball in other positions as well—stops at 
both ends prevent head from sliding off of bar. 

No. Length Weight 
49982 Se ! Ib. 


Stud Setter and Extractor 


Takes “4” to %” studs. Gear wheel is forced into con- 
tact with stud by wrench handle action. Teeth are 
milled and heat treated and provide “pipe-wrench” 
grip on stud. Gear wheel works flat against head or 
block. 

No. Weight 
49980 Fox. 


Tie Rod and Drag Link Adjusters 
Made to be used with all slotted screws and nuts such 
as found on tie rods, drag links and steering gear. 
Strong, sturdy and compact to get into corners. 


Blade 
No. Width Thickness Weight 
49979 se” oa" 4or. 


49980 


11 


V2" SQ. DR. SOCKETS 


KEYLESS 
LOCKING 
FEATURE 


_sptesgronsci nematememeammeanmmanegee ote tect gl 


40316 to 
40336 


40212 to 
40232 
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Blackhaurk TO@s 


4 INCH DRIVE SOCKETS 


All sockets have “Keyless Locking Feature.” They are 
specially grooved on inside of all four walls so that 
locking of socket to drive part is automatic. This insures 


against accidents and yet permits quick assembly. 


No. 
40612 
40614 
40616 
40618 
40620 
40622 
40624 
40628 
40199 


No. 
40114 
40116 
40118 
40119 
40120 
40121 
40122 
40124 
40125 
40126 
40128 
40130 
40132 
40134 
40136 
40140 


No 
40316 
40318 
40320 
40322 
40324 
40326 
40328 
40330 
40332 
40334 
40336 


No, 
40212 
40214 
40216 
40218 
40220 
40222 
40224 
40226 
40228 
40230 
40232 


Single Hexagon 


Size 


% 


%s Ford connecting rod socket 


Double Hexagon 


Extra Deep Double Hexagon 


Size 
"a 
Ne 
Ye 
Vs 
% 
N, 
%s 
Ny 
1 
Ih, 
iv 


Length 
I" 
I~ 
I~, 
I, 
IA 
I”, 
Ih 
I” 


Length 
Ih 
"2 
Ih 
I'4 
Ih 
Ih 
% 
If 
I, 
I”, 
1% 
1% 
1% 
1% 
1% 
1% 


Length 
3% 
3% 
3% 
3% 
3% 
3% 
3M 
3M 
3% 
3M 
3% 


Double Square 


Size 


Length 
'', 
\'4 
I, 
I" 
I” 
I'2 
'") 
1% 
1% 
\% 
1% 


Weight 
| oz. 
| oz. 
| oz. 
2 oz. 
2 oz. 
2 oz. 
2 oz. 
3 02. 


Weight 
3 oz. 
3 02. 
3 o2. 
3 oz. 
3 oz. 
3 07. 
3 oz. 
3 oz. 
3 on. 
402. 
402. 
5 oz. 
6 oz. 
6 oz. 
8 oz. 
8 oz. 


Weight 
402. 
402. 
5 oz. 
402. 
402. 
5 oz. 
5 oz. 
7 o7. 
7 on. 
8 oz. 
8 oz. 


Weight 
3 02. 
3 oz. 
4or. 
4or. 
402. 
5 oz. 
602. 
8 oz. 
8 oz. 
8 oz. 
8 oz. 


[TT ane (2 SO- DRIVE SETS 


No. 30C Set 
A 25 piece all-around favorite for general work. 
No. | __ Description [__No. Description | 
Drive Tools Double Hex. Sockets | 
49966 | 5" Exten. (Cont'd) | 
| 49978 | Univ. Joint 40124 Ye | 
49979 | Tie Rod Adj. 40126 he 
| 49985 | 15" Hing. Off. 40128 % | 
| 49986 | Handle Bar 40130 Ag | 
| 49990 | 10" Exten. 40132 1 
| 49992 | Speeder Grip Hndl| |40134 Me | 
| 49999 | Ratchet 40136 Ye | 
40140 IVa 
Double Hex. Sockets 
| 40114 N Double Sq. Sockets 
40116 "sy 40214 he | 
| 40118 | vis 40216 "a | 
40120 % 40218 ne | 
40122 Ne 40220 Ye } : 
ies © Metal Box (20%" x 8%" x 5%") | Boe ig 
30C Set Weight: 21 lb. 8 oz. 
No. 20S Set 
A 20 piece complete basic set for all 42” Drive jobs. 
No. | Description —_ No. Description 
Drive Tools Double Hex. Sockets 
49966 | 5" Exten. | | (Cont'd) 
| 49978 | Univ. Joint y 
49982 | Sliding Offset Motes Hf 
49986 | Handle Bar 40122 hy 
49988 | 18" Hing. Off. 40124 % 
49990 | 10" Exten. 40126 I", 
49992 | Speed Grip Hndl. | |4g128 h 
49999 | Ratchet 40130 Shy 
Double Hex. Sockets 40132 I 
40114 Ne 40136 Ye 
40116 Ya 40140 Wa 3 | 
30331 Metal Box (1 9/4" x 6%" x 3%4'') | 
20S Set Weight: 12 lb. 12 oz. 
No. 17T Set 


A 15 piece set excellent for emergency service work 
und as a general maintenance kit. 


No. | ™ Description [__No. Description 
Drive Tools Double Hex. Sockets 
49985 | 15"Hing. Off. (Cont'd) 
49986 | Handle Bar 40124 +) 
Double Hex. Sockets ao a a 
40114 he 40130 "he 
40116 ", 40132 ! 
40118 Ve 40134 Ie i 
| 40120 % 40136 % ~ 
40122 he 40140 | 1% Vt Set 
T Metal Box (18%"x 3x 1%") 
17T Set Weight: 7 Ib. 8 o2. 
No. 8S Set 
A handy 8 piece deep socket set. 
[_Ne. Description No. Description _ 
| Extra Deep Dbl. Hex. Extra Deep Dbi. Hex. 
Sockets Sockets (Condt'd) 
40318 “Ne 40326 Ne 
40320 40228 h 
40322 ‘he 40330 hy | 
| 40324 % 40332, itt | 
31061 Metal Box (9"' x 3%" x 1'2"') 


[8S Set ~ Weight: 41b._ | 13 


¥4"" $Q. DRIVE TOOLS 


Ora SON 


AND, ZiP IT'S OFF 


ONLY BLACKHAWK TOOLS HAVE THE PATENTED LOCK-ON* 


COMPLETE SAFETY—Sockets cannot fall into work, 
stick on nuts or roll under benches. That’s why experi- 
enced mechanics prefer Blackhawk Tools with the 
patented “thumb-release” Lock-On feature. Lock-On 
converts Socket and Handle into one solid combination 
tool that’s as safe as it is strong. 


EASY TO ASSEMBLE—Blackhawk Sockets and Han- 
dies can be put together or taken apart in seconds. Just 
slide them together and with a push of the “thumb- 
release” button, Zip, they're apart! 


OVERCOMES DISADVANTAGES OF FRICTION 
DRIVES—The usual friction drive is too tight when the 
tool is new and too loose when the tool is old. Lock- 
On always fits perfectly. And, no matter how greasy 
hands are, Lock-On releases instantly as desired. 


UNLIMITED COMBINATIONS THAT CAN'T FALL 
APART—You can make any type of combination for 


Prevent lost sockets in the en- 
gine—use Blackhawk tools. 


specific operations, thus eliminating expensive and spe- 
cial, single purpose tools. Shown below are just a few 
of the combinations possible. 


USE AS ORDINARY FRICTION DRIVE—In addition 
to all these outstanding advantages, you can use Lock- 
On like an ordinary friction drive when the button is 
not lined up or engaged with the plunger. 


SAVE YOUR TIME AND TEMPER—For safety, con- 
venience and speed, use Blackhawk Wrenches and their 
patented “thumb-release” Lock-On feature, 


Thumb Release Button 
gto Disengage Plunger 
3 Lock-On Plunger 
Pra Holds Socket 


=" i 
; | 


Spring Pushes Lock-On 
Plunger Into Socket 


Sockets cannot slip off handles 
like this with the Lock-On, 


The Lock-On makes the tool a 
solid unit, thus avoiding injury. 


14 * All ¥4” and 1” Drive Tools are equipped with patented Lock-On. 


¥4"" $Q. DRIVE TOOLS 


Blackhaurk TOOLS 


POWERGRIP Reversible Ratchet 


A positive grip ratchet that gives you extra strength 
for turning tough nuts. Precision engineered, 60 tooth 
mechanism permits close acting operation. Head is 2%” 
in diameter. For detailed information on Powergrip 
ratchets see page 21. 


No. Length Weight 
69999 20" 5 Ibs. 
69999R Ratchet Renewal Kit 


Hinged Offset 
Super-strong. The long, trim, smooth handle delivers 
more than enough power and gets into the most awk- 
ward corners. End of grip is cross drilled to make 
T or L combination. 
No. Length Weight 
69998 18%" 3 Ib. 9 o7. 


Extension Bars 
Use these Extensions to get full use of your %4” 
wrenches. The nut or bolt that is hard to reach, comes 
up close when the Bar is used. 


No, Length Weight 

69995 8," I lb. 602. 

69994 162" 2lb. 407. 

69993 4" 10 oz. 
Handle Bar 


For extra leverage and to make T or L combinations 
use this Handle Bar. Has stop button at end to prevent 
disengagement. 

No. Length Weight 
69996 17h" 2 |b. 8 oz. 


a 69997 
Sliding Offset 

Bar has Sliding Head with 34” male drive lug for mak- 

ing T or L combinations. Stops at each end prevent head 

from detaching. Center groove positions Head on Bar. 


No. Length Weight 
69997 17h" 3 lb. 2 o7. 


¥4"" $Q. DRIVE TOOLS 
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40028 to | 
60072, 


69978 
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Blackhaurk 1o@@s 


34 Inch Drive Double Hexagon Sockets 


No. Size Length Weight 
60028 %s '% 7 on. 
60030 he \% 8 oz. 
60032 ' \% 8 oz. 
60034 Ie 2 8 o7. 
60036 \% 2 8 oz. 
60038 "he 2 10 oz. 
60040 1 yay 10 oz. 
60042 Whe 24 1402. 
60044 1% 2a 1402. 
60046 Whe 24 1402. 
60048 Ih 2% IIb. 
60050 Ie 2% IIb. 3 oz. 
60052 \% 2% IIb. 402. 
60054 "Aa VA IIb. 407. 
60056 1% 2h IIb. 402. 
60058 %s 2% IIb. Boz. 
60060 \% 2% IIb. 1402. 
60064 2 2% 2 Ib. 
60068 2% 2% 2\b. 2072. 
60072 2a 3 2lb. 202. 


Ratchet Adaptor 


Fits between Handle and Socket to make reversible rat- 
chet combination. Also excellent with Tension Indi- 
cators. Features 60 tooth ratcheting mechanism and 12 
tooth ‘compression engagement. Gives Ratchet efficiency 
to Offset T Handle, and Torque Wrenches. 


No Length Weight 
69967 3”" 2 |b. 


Heavy Duty Universal Joint 


You cannot work around corners without using a 
Universal Joint. Permits free action up to 90°. 


No. Length Weight 
69978 4" 1% Ib. 
Adaptors 
Use your 34” drive sockets with 1” or 4” drive attach- 

ments with these adaptors. 

No. Female Male Weight 
69990 ' % I Ib. 6 oz. 
69992 Ye Ys 1 Ib. 6 oz. 
49991 %s a 8 oz. 
89993 Ys | 12 oz. 


¥4""$Q. DRIVE SETS 


Blackhaurk TOOLS 


34 INCH DRIVE WRENCH SETS 
No. 14B Set 


This is the ideal wrench set for all heavy duty work 
such as in construction and in assembling and main- 
taining tractors, mine machinery, industrial and marine 
equipment, engines and similar big units Contains 17 
pieces. 


Roa: Description | [ No. | Description 
Drive Tools | [Double Hex. Sockets | 
69999 Ratchet | |(Cont'd) 

69994 162" Exten. 60036 Ye 
69995 812" Exten. 60040 1% 
69997 Sliding Offset 60042 Ie 
60044 1% 
Double Hex. Sockets 60046 Ne 
60028 h 60048 4 
60030 "Ne 60052 \% 
60032 ! 60058 I's 
60034 "Ne | |60064 2 
C Metal Box ( 20%” x 8%” x 542”) 
14B Set Weight: 28 lb. 
No. 23C Set 


This complete +4” Square Drive Set is designed for 
heavy duty work on buses, trucks, tractors, marine en- 
gines and equipment, and industrial machinery. Con- 
tains 18 sockets ranging from %” to 2” plus all the 
necessary drive tools to perform the most rugged or 
exacting work. These tools will enable a mechanic to 
perform any job requiring extra strength, Contains 
23 pieces. 


No. Description No. Description __ 
Drive Tools Double Hex. Sockets 
69999 | Ratchet (Cont'd) 

69994 16'2" Exten. 60040 1% 

69995 8'2" Exten. 60042 Whe 

69997 | Sliding Offset 60044 \% 

69998 19" Hing. Offset! |60046 "he | 
60048 A 

Double Hex. Sockets 60050 I%e 

60028 te 60052 1% 23C SET 

60030 Ne 60054 I” 

60032 ! 60056 1% 

60034 Me 60058 1% 

60036 Ye 60060 1% 

60038 | Ie 60064 2 

C Metal Box (20%” x 8%” x 5'2”) 
| 23C Set Weight: 47 |b. 
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1" SQ. DRIVE TOOLS 


Blackhaurk 1o®s 


1 INCH DRIVE WRENCHES 


Reversible Mechanical Ratchet 

An extra heavy-duty Ratchet possessing the same re- 
finements of smaller Blackhawk Ratchets—and despite 
its compactness, has brute strength for the toughest 
jobs. Because of the demand for both a long and short 
type wrench, the Ratchet is made as a head only and 
can be used with No. 89997 Handle Bar inserted with- 
in the shank. Hole in shank grasps “Lock-On” plunger 
of Handle Bar. 


No. Length Weight 
89987 hig 6 lbs. 4 o2. 


Hinged Offset 


Fits onto Extension Bars same as Ratchet. Makes a 
giant Offset for use on hundreds of applications where 
nuts are hard to get at. Delivers tremendous power. 


No. Length Weight 
89985 8%" 5 lbs. 
Handle Bar 


Another dual purpose tool. Use it with the No, 89998 
Sliding T Head to make T or L combinations or use it 
with the No, 89987 Ratchet Head or the No. 89985 
Offset Head. Has center groove for engaging spring 
backed ball in the cross hole 

No. Length Weight 
89997 ar 6 lbs. 6 oz. 


Sliding T Head and Adapter 


Used with No. 89997 Handle Bar to make T or L com- 
bination. Has spring backed ball in cross hole to grip 


Bar firmly. Top of head has 1” square drive female 
opening for direct attachment to Extension Bars 

No. Length Weight 
89998 314" | Ib. 8 oz. 


Extension Bars 
To get the added reach in that close corner, use these 
Extension Bars. 


No. Length Weight 
89996 Th" 3 Ibs. 10 oz. 
89995 16%" 7 Ibs. 


1" SQ. DRIVE TOOLS 


Blackhawk roots 


All Blackhawk 1 Inch Drive Tools are equipped with 
the famous Blackhawk “Lock-On” feature that makes 
the wrench and socket one complete solid tool. No dan- 
ger of the socket slipping off into the engine, no chance 
of it falling off and hitting you. Use Blackhawk 1 Inch 
Drive Tools for safety, convenience and speed. 


Ratchet Adapter 


Makes a compact ratchet combination when used with 
a Socket and Extension to get into recessed corners. 
Also popular with Tension Indicator. Has Blackhawk's 
famous broached tooth design. 


No. Length Diam. of Head Weight 

89986 4h" 2%" 5 lb. 2 oz. 
ADAPTERS 
An invaluable addition to any mechanic's tool set for 
the interchange of different drive handles. 
Sizes 
No. Male Female Weight 
89993 %" id 12 oz. 
69990 I” x” 1 Ib. 6 o. 
Double Hexagon Sockets 

No. Size Length Weight 
80046 "Ms 2% IIb. 
80048 I* 3 IIb. 402. 
80052 1% 3 IIb. 402. 
80054 '%s 3% ‘lb. Sox. 
80058 1% 3% ' lb. 12 oz. 
80060 \% 3% 2lb. 402. 
80064 2 3% 2lb. 402. 
80068 2% 3” 2 Ib. 12 o7. 
80070 2% 3% 2 Ib. 12 o2. 
80072 2% 3% 2 Ib. 12 o2. 
80076 2% 3% 3lb. 40x. 
80080 2A 3% 3b. 402. 
80084 2% 4 3lb. Boz. 
30088 2% 44 4b. 8 ox. 
80094 2'he 4% Sib. 402. 
80096 3 4% Sib. 8oz. 
80100 3% 4% blb. 8 oz. 

No. 13E Set 


A 13 piece extra-heavy duty Set for the toughest jobs 
such as construction and maintenance work where 
strength is required. 


No. | Description No. | Description 
Drive Tools Double Hex. Sockets 
89987 Ratchet 80046 We 
89995 17'A" Exten. 80052 1% 

89996 8'/2"' Exten. 80058 '%s 
89997 23" Hdl. Bar 80064 2 
89998 Sliding T 80070 2%6 
80076 2% 
80080 2 
_ sooss | 2% 
E Metal Box ( 24"x 9" x5") 
[13E Set Weight: 801b. NE 


IMPACT SOCKETS 


Blackhawk 10o01.® 


Impact Sockets 
These remarkable Blackhawk Impact Sockets are avail- 
able in both 42” and 58” drive. Both drives are made 
in 6 point (hexagonal) regular length, 8 point (double 
square) regular length and 6 point (hexagonal) long 
length for extra long bolts. 


1/2 Inch Square Drive 
6 Point (Hexagonal) Regular Length 
Wrench Drive End NutEnd Overall 


No. Size Diameter Diameter Length Weight 

UW-1612 % 875 605 1.500 202. 

6 POINT [HEXAGON] UW-1614  %s ~—.875—690_—«*1:.500 2oz. 
REGULAR LENGTH UW-1616 ‘2 938 773 1.500 202. 
UW-1618 Ne 938 854 1.500 2 o2. 

UW-1619 er 1.000 897 1.500 2 oz. 

UW-1620 A) 1.000 94) 1.500 2 07. 

UW-1622) "Vis = '11.062'1.022 ‘1.500 3 oz. 

UW-1624  %& ~—1.125—*1.105 1.500 3 on. 

UW-1625 9 7%2 «1.187 ‘1.147 1.500 3 or. 

UW-1626 = '%is 1.250 1.190 1.500 3 on. 

UW-1628 9% =~——1.313-*1.273—-*1.500 3 ox. 

UW-1630 'Y%ie 1.406 1.354 ‘1.750 5 ot. 

UW-1632 ! 1.468 1.440 1.750 6 oz. 

UW-1634 Iie —-1,.562-1.522 2.000 9 ot. 

UW-1636 “s 1.625 1.605 2.000 10 oz. 

UW-1640) 1% ——s1.781 1.781 ~~ 2.000 1402. 


8 Point (Double Square) Regular Length 
Wrench Drive End Nut End Overall 


No. Size Diameter Diameter Length Weight 

UW-1212 875.712 «1.500 3 on. 

UW-1214 V/s 938 ©§=.814 1.500 on. 

8 POINT UW-1216 = 21.000 «913——*1;.500 3 on. 
(DOUBLE SQUARE} UW-1218 %e 1251.01! 1.500 402. 
REGULAR LENGTH UW-1220 % 1.187 1.114 1.500 402. 
UW-1222) "A, 1.250 1.212 1.500 bor. 

UW-1224 1% 1.375 1.311 1.500 602. 

UW-1226 '%s 1.437 1.414 1.500 8 or. 

UW-1228 1.562 1.513 1.500 6 or. 

UW-1230 "is = 1.688.611 1.750 10 ox, 

UW-1232 | 1.750 1.716 1.750 10 oz. 


6 Point (Hexagonal) Long Length 
Wrench Drive End Nut End Overall 


No. Size Diameter Diameter Length Weight 
UW-1514 Ne 875 705 =. 3.250 4or. 
UW-1516 “a -938 790 3.250 4or. 
UW-1518 Ne 938 875 3.250 4o1. 
UW-1520 Ye 1.000 -953 (3.250 4 oz. 
UW-1522) '“is =—'1.062—1.032 3.250 5 oz. 
UW-1524 % 1.25. 1.525 3,250 Tox. 
UW-1526 "6 ~=—'1,.250 1.250 = 3.250 7 ot. 
UW-1528 %s 1.313 1.313 3,500 9 o7. 


Power Driven Stud Setters 

These power driven Stud Setters enable you to set studs 
at a rapid rate. Tool grips right hand threads by turn- 
ing to the right. Release by reversing impact wrench or 
rotating to left. Made in /2”-square drive. The 7/16” 
size is excellent for head studs, axle studs and manifold 
studs. The 42” size is made for main bearing studs, 
axle studs and head studs. 


No. Weight 
ZT-1503 7/14" Stud Setter—20NF Thread RH 5 on. 
ZT-1504 '/2'' Stud Setter—20NF Thread RH. 5 oz. 


6 POINT (HEXAGON) 
LONG LENGTH STUD 
20 SETTERS 


THIS 
RATCHET 
IS THE 


greatest/ 


Just try this new Ratchet—you'll see why mechanics 
everywhere say it’s the greatest. The patented de- 
sign features a 12-tooth pawl compression engage- 
ment with a 60-tooth ratchet gear for a positive, 
wedging grip to equalize the load overalargerarea 
as the pressure is increased. It’s really ruagged— 
in fact, production models show no measurable 
wear after a quarter million heavily loaded test 
pulls. It also has the small head and short swing that 
speed up the job, even in tightest corners. Only 
about an inch of swing, and it takes another bite! 


@ Easily reversible, positive locking 
ratchet mechanism. 


e Rust resistant, triple plate, chrome 
finish. 


@ Precision made of finest alloy steel. 


12-tooth pawl actually engages 20% of 
the 60-tooth ratchet to give strongest 
locking action in the direction of force 
—yet, disengages FAST for a free- 
swing, ratcheting return. 


Unit assembly simplifies maintenance. 
Complete ratchet renewal kit permits 
quick, do-it-yourself replacement — if 
ever required! * 


FOLLOW THESE THREE SIMPLE STEPS FOR RATCHET DISASSEMBLY: 


1. Snap out Lock Ring with pen knife a 
or small screw driver 


* Occasional slight cleaning assures smooth performance indefinitely 


Lift out inner body. 3. Remove complete mechanism in one 
piece. (Ratchet Renewal Kit includes 
Inner Body, Lock Ring, and Seal.) 
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CHESTS & ROLLAWAY 


Blackhawk 1too® 


No. W Big Chief Chest 


The ideal chest for professional mechanics. Rigid heavy- 
gauge steel construction, interior channel bracing, and 
reinforcing channel welded inside top corner. Full length 
piano type hinges, one piece drawer carrying frame, and 
folded edges provide additional protection. Convenient 
tote tray with non-slip tubular “V" handle for carrying 
emergency tools right to the job. Has two full size and 
three small size easy gliding drawers. Drawers will not 
pull out completely. Small middle drawer is felt lined 
for holding precision tools. Attractively styled hinged 
hood front and top panels fold out of way when open 
and securely locks drawers in place when closed. Theft- 
proof 3-way tumbler lock actuates 3 cams securely lock- 
ing both sides and bottom of front panel. Heavy duty, 
brightly nickel plated handles for easy carrying. Bril- 
liant Blackhawk “Red™ enamel finish. 


W CHEST 


No. Dimensions Weight 
W Chest 24/6" x 120" x 14%" 55 lbs. 6 oz. 
No. R Chest 


Constructed of heavy-gauge steel with full length piano 
type hinges and folded edges. Has one full size and two 
half size free gliding drawers. Top compartment has 
fiber matting to silence tool jiggling. Attractively styled 
hinged-hood front and top panels fold out of way when 
open and securely locks drawers in place when closed. 
Strong tumbler lock protects tools from theft. Has 
sturdy handle on each end for carrying. Brilliant Black- 
hawk “Red” enamel finish. 


No. Dimensions Weight 


R Chest 22a" x 12%" x96" 40 lbs. 6 oz. 


No. S Master Rollaway Cabinet 


The handsomest and most serviceable Tool Safe avail- 
able in the industry. The Blackhawk Master Rollaway 
Cabinet affords many distinct advantages. When closed 
it occupies a minimum of space, rolls under the stand- 
ard shop bench and is furnished with tumbler type lock 
to insure against pilferage. When open, the drop front 
slides into a recessed position beneath the top. The W 
or R Chest may be placed on top to form a complete 
unit. Constructed of heavy-gauge steel, the S Rollaway 
has three 4” deep drawers with roller slides. You save 
thousands of steps with the S Rollaway, because you 
can bring your tools right to the work, Wheel brakes 
lock wheels to prevent rolling when working. Brilliant 
Blackhawk “Red™ enamel finish. 

No. Dimensions Weight 


S ROLLAWAY S Rollaway 26'2"" x 32" x 18" 90 Ibs. 


Rlackhaurk TOOLS 


N-5 Nuggies Plastic Case 
A sturdy lightweight kit to contain 14” Drive Sockets 
and attachments and other smaller tools. Keeps those 
easy to lose, hard to locate miniatures clean and in order. 
Dimensions Weight 
Sia” x 3% 6” x He" 4 oz. 


HW-8999 Tool Box 
The slim design is tailormade to fit 34” Drive Sockets 
and attachments. Reinforced at all stress points to add 
strength and retain durability. Has two separate trays for 
both regular and deep sockets. 
Dimensions Weight 
18° x5%" x lh” 1% Ibs. 


HW-8998 Tool Box 


A trim, compact, durable box that can fit in your 
pocket, but still contains all of the essentials of 34” Drive 
tools, Graded tray assures snug fit for different size 
sockets, 

Dimensions Weight 
0A" x3” x 1%” 14 oz. 


T Box 


Designed specifically to accommodate the complete 
range of 14” Drive sizes, plus a few attachments, the T 
Box makes a convenient container for the basic elements 
of your drive set. 

Dimensions Weight 
18%" x3” x lh” 1% Ibs. 


30331 Tool Box 


This case is designed to accept easily most 14” Drive 
Sockets and attachments but still be comfortable to carry. 
The tapered, beveled sides and cover cut down hip and 
ham string bruises. Twin hasps keep cover securely 
closed. 


Dimensions Weight 
19%" x 6%" x 3%” 3" lbs. 


C Box 


A deep roomy tool box, featuring a suspended graded 
tray to receive any size drive sockets. Sturdy hasp closes 
securely and leaves adequate opening for lock. Full piano 
hinge gives lid easier movement and greater strength. 
Reinforced throughout to take years of punishment, the 
C Box assures orderliness and security to your whole 
family of sockets and attachments. 

Dimensions Weight 
20%” x 8%" x 5'h” 11% Ibs. 


E Tool Box 
Heavy-Gauge steel and welded reinforcement enable 
the E Box to safely maintain the greater weight of 1” 
Drive Sockets and attachments. Also two handles instead 
of one allow for easier carrying. 
Dimensions Weight 
24" x9" x 5” 14% lbs. 


CHESTS & BOXES 
All boxes protected by chip-proof enamel 


finish in brilliant Blackhawk Red 


N-5 
NUGGIE 


HW-8999 


HW-8998 


Blackhaurk too® 
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NO. 150W MASTER TOOL SET 


This set is the master of all Blackhawk tool sets. An assortment of 4”, %”, 2”, 


and 34” square drive sockets and tools plus flat wrenches, screwdrivers, 
chisels, punches and many other nece: 


pliers, 


ary tools designed for master mechanics. 


Packed in W Big Chief Chest. (For detailed information on this chest, see page 22.) 


Va" Square Drive 


Ya" Square Drive 


Wrenches (cont'd) 


No. Description No. | Description =| Faner] Description 1 
Drive Tools Drive Tools Short 45° Box Wrenches 
19N 4" Sq. Dr. Set Double Hex. Sockets ee hia 

r + —= (Cont'd) < St iL 
a emecnee + |40122 )'/4' BW-1405 we — I" 

Hee -CSar8 40124 | %" Tappet Wrenches 
34982 Speeder Handle 40125 | 25/2 (2)1090D | Vy" — a" 
34984 | 9!" Extension 40126 | '%,' (2)1092F So" — 1" 
34985 | Handle Bar 40128 | %" Igniti Wr h 
34986 | Hinged Offset 40130 | '/4 ae renenee 
34987 | 5" Extension 40132 | 1" 3114 aa "ha 
34988 | 3" Extension 40134 | 1/4" S18 | ee 
34991 | Tie Rod & Drag Link Adj.| | 40136 | 14" 31207) a a 
34993 | Univ. Joint 40140 | 1%" ee anmmeae 
34999 | Ratchet Double Square Sockets aoe a 
Double Hex. Sockets 40214 |) ”a" 3132 %" — 1h" 
30012 | %" 40216 | '2" 3134 | Yu —'h" 

30014 | %/." 40218 | Vis Other Tools 
30016 | '2" Ext. Deep Dbl. Hex. Soc. (Screw Drivers 
at 403265) ia” ST-1006 | 6" Round B 
30020 | %" 40328 | 4" ST. 8 epee wace 
30022 | 1," 40330 | '5/," 100: 8 ‘ound Blade 
" . ST-1081 | No. | Pt. Phillips 
moe el ts 40332 | |" $T-1082 | No. 2 Pt. Phillip 
30026 | '%,' 40336 | I's" : lo. 2 Pt. Philips 
30028 | %" 40199 | Spec. Single Hex. Ford | | Chisels and Punches 
DbI. Hex. Univ. Joint Soc. Con. Rod Socket CT-1004 | Cold Chisel 
30216 |" “yy Square Drive CT-1006 | Cold Chisel 
30218 |," felon Waniisise = eel CT-1008 | Cold Chisel 
43 rive Tools CT-1304 | Center Punch 
Ext. Deep Single Hex. Soc. 69994 | 16/2" Extension CT-1314 | Prick Punch 
HW-1512 | %" 69995 | 8/2" Extension CT-1453 | Pin Punch 
HW-1514 | /." 69998 | Hinged Offset CT-1454 | Pin Punch 
HW-1516 | 2" Double Hex. Sockets CT-1456 Pin Punch 
HW-1518 | %/," 60034 1 1'/," CT-1466 | Pin Punch 
HW-1520 | %" 60036 | 1%" CT-1650 | Rivet Buster 
HW.-1522 | '/4" 60040 | 14" Screw Extractors 
HW-1524 | %" 60044 | 1%" DT-2600 | %" and Up 
HW-1526 | '°/." 60046 | 1," DT-2601 | 2" to%" 
HW-1528 | %" 60048 | 1!" DT-2602 | As" to'2" 
"Ws Sauara Drive 60052 | 1%" DT-2603 | %" to %0" 
Drive Tools = 60056 |1%" | J DT-2604 | %is"t0 
49966 | 5!" Extension Wrenches DT-2605.1 aite vie 
49978 | Univ. Joint Open End Wrenches Hammers 
49979 | Tie Rod & Drag Link Adj.| [4723 | %"—%a~—~—~—~«Y_—«| HT-1002 | Balll Pein 
49982 | Sliding Offset 4725B re HT-1005 | Ball Pein 
49985 | Hinged Offset 4729 Pliers 
49986 | Handle Bar 4027 a PT-1002 | Comb. Slip-Joint 
49990 | 10" Extension 4731A| %'—h PT-1057 | High Lever Diag. 
49992 | Speeder Handle 4033C |'/,."— 1" PT-1250 | Rib-Lock 
49999 | Ratchet 15° Box Wrenches PT-1251 | Ignition 
Double Hex. Sockets BW-1258) %"°— 4" PT-1259 | Angle Nose Battery 
40114 | A." BW-1260 | 2" — 1/4" Miscellaneous 
40116 | 2" BW-1262| %"—'/," VT-1103 | Tappet Adj. Tool 
40118 | %.'" BW-1264 | %4" — ?%2" ZT-1100 | Flex. Carbon Scraper 
40119 | '%2" BW-1266 |'/\4" — ’" ZT-1310 | Tire & Rim Brush 
40120 | %" BW-1268 ['%e" — lig MT-1049 | Master Feeler Gauge | 
W Chest (24/6 x 12a" x 14%") 
150W Set Weight: 110 Ib. 
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This 106 piece, all-purpose assortment of 4”, %”, 42”, and %4” square drive 
sockets and tools plus combination, tappet, open-end and box wrenches is designed 
for the mechanic to handle any repair job, large or small. Packed in W Big Chief 
Chest. (For detailed information on this chest, see page 22.) 


Va" Square Drive Ya"' Sq. Drive (cont'd) 2" Sq. Drive (cont'd Wrenches 

No Description No. | Description No. Description No DPimerisnen | 
| Drive Tools (Universal Joint Sockets| [Double Square Socket Miniature Combination 
GW-9998 |Ratchet 30216 | 2" 40212 | %" BW-1020 | 7/2" 
GW-9550|5" Grip Hdl. | [30218 | “i.” 40214 | 7/," BW-1021 | 4" 
GW-9899|5" Ext. Bar | [30220 | %" 40216 | 2" BW-1022 | %/2' 
GW-9149/4" Hdl. Bar| 40218 BW-1023 | %/." 
GW-9749|5" Hod. Off. | |, ; 40220 BW-1024 |‘ 
Single Hex Sockets | 2" Square Drive Meats BW-1025 | %" 

fi " | 4 
eyes ah Drive Tools 40318 Tappet Open-End 
GW-1608 |!" | 149978 | Univ. Jt. preety (2) 1090D | 2" — "0" 
GW-1609 |%2" | 149979 | Screw Dr. Bit 324 (2) 1090G | “e" — "2" 
GW.1610|546" 49980 | Stud Setter 40326 | 4, (2) 1092F | %" — ha 
GW.1611 | "Va" 49966 | 5" Ext. Bar ao3ze (2)1094 | %"—% 
GW-1612|%" 49985 | 15" Hgd. OF. 0332) 
GW-1614 |" | |49986 | 10%" Hdl. Bar 40336 | I Hexite Open-End 
SANS Piste Cate eee Tee a Hal 4723 

= | 4 Speeder i 4 
6" Square Drive __ 49999 | Ratchet ¥a" Square Drive Wee 
Drive Tools 4727 
34999 | Ratchet Double Hex Sockets Drive Tools 4729 
34982 | 16/2" Speeder Hdl. pie Pasecileni casa 4027 
34984 | 9/2" Ext. Bar 40114 | is 2" Ext. Bar | | asta 
34985 | 7" Hdl. Bar | |40116 | 2" 69996 [174 Hdl. Bar | | ao33¢ 
34986 | 7/2" Hgd. Off 40118 |." 69998 | 18%" Had. Off. | 
34987 | 5" Ext. Bar | |40120 | 0" 
34993 | Univ, Jt. | eoiay ion Double Hex Sockets | Short poe ane Boy 
Double Hex Sockets | |40124 | % 60036 | 1%" a ycaoe (oc 
30012 | %" | 40126 | 1%," 60040 | 114" BW.1405 | %"— Vu" 
30014 |," 40128 | %" 60044 | 1%" 
30016 | 4" 40130 | '5/." 60046 | 17/4" 
30018 | %."" 40132 | 1" 60048 | 11" Long Double Offset Box 
30020 | %" 0134 | Iie 60052 | 1%" BW-1214 
30022 | '/i4" 0136 | 1%" 60056 | 1%" BW-1216 
30024 | %" 0140 | 114" 60058 | 1'%/4" BW-1218 
W Chest (247/6"'x 12/0" 14%") 
| 100W Set Weight: 112 Ib. | 
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Blackhaurk TOOLS 


No. 90R Set 


This 78 piece set contains 4”, %”, 42”, and %4” 
square drive sockets and tools plus tappet, open- 
end and box wrenches for complete repair service. 


Packed in R Chest. 
this chest, see page 22.) 


Ya" Square Drive 


(For detailed information on 


Ya" Sq. Drive (cont'd) 


9OR & 


7OR SETS 


i. escription No. Description 
rive esp Extra Deep Double Hex 
10N | Va" Sq. Dr. Set 
ee Drive No. 70R Set 
itive Tools A 62 piece assortment of 4”, %”, 2”, and %4” 
34982 Speeder Handle square drive sockets and tools plus box wrenches. 
34984 | 9/2" Ext. Bar Same as 90R Set shown above, less 16 pieces. Packed 
34985 | Handle Bar in R Chest. (For detailed information on this chest, 
34986 | Hinged Offset aor see page 22.) 
34987 | 5" Ext. Bar ools Va" Si Dri ia s Drive (cont'd) 
34993 | Univ. Joint 69995 | 814" Ext. Bar = wera 4. Deseription 
34999 | Ratchet 69996 | Handle Bar : iT) 7 
69998 | Hinged Offset ae Bl Hex. Soe (on? 
Double Hex Sockets . ota ae 
30012 | %" Double Hex Sockets " 
30014 | “/s" 160036 | 1/4" antes ath 
30016 | 12" 60040 | 114" Speeder Handle | |49139 | 1, 
30018 | %," 60044 | 1%" 9A" Ext. Bar | |go32| |" 
30020 | 4" 60046 | 17%." 34985 | Handle Bar 40134 | 146" 
30022 | ‘Vis 60048 | 11" 34986 | Hinged Offset | 149136 | 114" 
30024 | % 60052 | 1%" 34987 | 5” Ext. Bar 40140 | 14" 
yo" = 1%" 34993 | Univ. Joint 
V2" Square Drive 34999 | Ratchet Extra Deep Double Hex 
Drive Tools Wrenches Double Hex Sockets Sockets 
49978 | Univ. Joint Tappet Open-End 30012| %" 40318 | 4" 
49979 | Tie Rod Screw Dr| |, SPPe’ “pen-t! ks ‘ge 40326 | '7/," 
(2) 1090D | 2" —"s 30014) "i 40328 | 4" 
49980 | Stud Puller wie | 130016 | 4" al 
“ (2) 1092F | %"—'ie 3 40332 | |" 
49966 | 5" Ext. Bar (2) 1094 %" Ih" 30018 | 7," 
49985 | Hinged Offset Rie te 30020 | %" ¥4"" Square Drive 
ps Pande iM Hexite Open-End 30022 | '1/," Drive Tools 
xt, Bar 4723 ¥%" —/," 30024 | ¥%" 69995 | 8/2" Ext. Bar 
49992 | Speeder Handle 7 i 7 = 
49999 | Retchet 4725 Vig" — 2" 2" Square Drive 69996 | Handle Bar 
47258 nt [Drive Tools] |69998 | Hinged Offset 
Double Hex Sockets net 49978 | Univ. Joint Double Hex Sockets 
40114 | ic" 4729 49979 | Tie Rod Screw Dr| 160036 | 1" 
40116 | V3" Pea 49966 |S" Ext. Bar| legoao | 14" 
40118 an 4033¢ 49985 | Hinged Offset 60044 | 1%" 
aeiar Lie 49986 | Handle Bar 60046 | 17/4" 
40122 | '/0" Short Double Offset Box| |49920| 10" Ex. Bar | |60048 | 11" 
40124 | BW-1401 | H'—Ys" | lagge9| Ratchet | Covent 
40126 | '3/4" BW-1403 Ya" — Vis" Wrenches 
40128 | %" BW-1405 nw — Vi" Double Hex Sockets Short Double Offset Box! 
40130 | |. 40114 | 7%." BW-1401 %" 1h," 
40132 | 1" Long Double Offset Box 40116 | '2" ie a 
40134 | 1s" BW-1214 | %4" — 7542" 40118 | Yi." Long Double Offset Box 
40136 | I" BW-1216 | Vu" —%" 40120 | %" BW-1214 %" — 2%)" 
40140 | 14" BW-1218 | '/s"—1" 40121 | 2/2" BW-1216 | '%s"—”" 
R Chest (22/e" x 12%" x9'%is") R Chest (22e" x 1256" x9'%/6") 
— 
c 90OR Set Weight: 79 |b. 7OR Set Weight: 73 lb. 
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TENSION INDICATORS 


~_IOP OR BOTTOM 


a 


STAY — SET DIAL 


HEAVY-DUTY TENSION INDICATORS 


The efficient operation and installation of modern en- 

: gines and other expensive equipment requires that each 

Me nut and bolt be given the same amount of torque. To 

j ' do this accurately and quickly, use these remarkable 
10} t Blackhawk Tension Indicators. 

| ut ; : Their spring steel shaft construction, enclosed in a cover 

| i i ae and anchored at two fulcrum points, guarantees perma- 

\ 


| 
i 
| 


nent accuracy. No hair springs or delicate construction 
| to get out of order. 
| The removable drive lug fits either on upper or under 
! side of instrument, allowing operator to stand in normal 
| } position at all times to take dial readings. All Blackhawk 
} Tension Indicators work for either right or left hand 
| threads. 
\ 
{ 
{ 


} 
The “Stay-Set” dial remains at maximum torque after 
the tension is released. This permits careful check of 

|} 49969 tension obtained after pulling has ceased. 


| 
| 
S, 175 Foot-Pounds Capacity — 2 inch Drive 

P y 
This is the Tension Indicator to use in tightening bear- 
ing caps, flanged connections and cylinder heads on 
marine and aviation engines, tractors and similar equip- 
ment. Tension Indicator with 42” drive and 175 foot- 
pounds capacity. 


No Length Width of Head 
49969 191A" h" 
69969 ‘ f a 


| 

| 500 Foot-Pounds Capacity — ¥/ inch Drive 
| This capacity range has wide adaptability in power 
i j plants, the diesel engine field, steam fitting work and in 
j many operations in the marine, railway and petroleum 

| 

| 

} 


89969 fields. Tension Indicator with 34” drive and 500 foot- 
& pounds capacity. 


No Length Width of Head 
69969 331" rye 


1000 Foot Pounds Capacity —1 inch Drive 
This is the giant of the Tension Indicators developed 
for big jobs such as the refinery, railway, marine, 
power plant and other fields. Tension Indicator with 
1” drive and 1000 foot-pounds capacity. 

No Length Width of Head 
89969 50" 3" 


TORQUE WRENCHES 


BRickhaurk roo1s 


SENSORY SIGNALLING TORQUE WRENCH 


Here’s sensational new torque control you can SEE. . . 
HEAR and FEEL! A revolutionary Torque Wrench 
with indestructible flat beam measuring element and 
wide, all-angle working dial. Simply adjust the “Set” 
finger to the foot Ibs. of torque desired and even if the 
dial can’t be seen, working in a blind spot, the ingenious 
sensory mechanism sounds a distinct “click”, and a 
strong impulse is imparted to the hand, the instant the 
pre-set torque is reached. 


Cap. Gradu- 

No. Ft. Lbs. ations Length Drive Weight 
49810 100 Sibs. 17%." 2” 2% |b. 
49815 150 Sibs. 20%” ‘A” . 3% Ib. 


ROUND BEAM TORQUE WRENCH 


This model features the special round bar measuring 
element. It is an accurate, reasonably priced torque 
wrench designed for service work in close quarters. 


Cap. Gradu- 
No. Ft. Lbs. ations Length —Drive Weight 
49820 100 Slbs. 19% my" 2 Ib. 


49825 150 Sibs. 194% RY 2 Ib. 2 oz. 


LOW CAPACITY INCH POUND 
TORQUE WRENCH 


Graduations are in Inch Pounds on this model for accu- 
rate measurement of low capacities that are recom- 
mended for automatic transmission work. This wrench 
features the special round bar measuring elements that 
permits use in close quarters. 


Cap. Gradu- 
No. In. Lbs. ations Length Drive Weight 
34830 100 5lbs. 10” %” % |b. 


34840 200 10 lbs. 11” %” % |b. 


How's the Gensotionol N® 


NUTMASTER 


NUTMASTER bears 
on four foces--CAN- 
NOT burr corners, 


<< 
{9 “@); 
<d Hf? 

Grips square nuts NUTMASTER exerts 


on two faces—can pressure on three 
burrcorners badly. faces—no burrs. 


~Y 
Pd) 
= 


NUTMASTER gets 
a firm grip on 
badly worn nuts. 


Blackhaurk 


PRESENTS THE GREATEST 
OPEN END WRENCH DESIGN 
IMPROVEMENT OF ALL TIME 


ITS HERE! the revolutionary, European designed 
7 Open End Wrench - ++ now MADE-IN-AMERICA 
4 by BLACKHAWK .-. .- that makes your work easier! 
The powerful turning forces are applied only on the 
FLAT FACES, nor on the corners of nuts and bolt 
heads! NUTMASTER exerts tremendous torque—far 
greater than the parallel jaw, flat wrench—puts on the 
NUTMASTER takes pressure where it can’t burr or deform corners. 
d 


This radically new design moves, locks, or unlocks any 
nut or bolt, hex or square, without any jockeying for 
fit. The slender head works easier in close quarters— 
seats instantly, turns better—even on battered nuts and 
bolt heads. 


Available in most popular sizes, the streamlined NUT- 
MASTER is precision forged of finest alloy steel— 
triple plate chrome finish 


No. Size Length Weight 

2014 Y%—The 5!" 3 o7. 

2016 Ne—'hr 64 3 07. 

2018 A—Ve 7 401. 

2022 ha —% 7s 5 oz. 

2024 Ye—'%e 8%5 6 oz. 

2028 A—h MW 8 ox. 

r Nutmaster Sets 

é EW-2006 Set of all 6 Nutmaster wrenches listed 


above. Packed in EW-8986 plastic kit 
Wet. | Ib. 14 oz. 


EW-2003 Set of Nutmaster No. 2014, 2018, 2022 
wrenches packed in EW-8983 plastic kit 
Wat. 13 oz 


ae 
a ee” 
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lackhaurk TOOLS 


OPEN-END WRENCHES 
Hexite steel, developed by Blackhawk, makes these 
Open-Ends lighter. slimmer and wear longer than other 
wrenches. The openings are precision milled and the 
jaws are slim to get into tight places 


Miniature Open-End Hexite Wrenches 


Milled Head 
No. Openings . Thickness Length Weight 
H-10 Vig —ha Y37 2A | oz. 
H-12 Ya —%a2 a2 3 | oz. 
H-14 Siu —'Vs2 We 3% | oz. 
H-16 %—VNe "hr 4% 20. 
H-18 hr — "a2 Yar 4 2 ox. 
Standard Open-End Hexite Wrenches 
Milled Head 

No Openings Length Thickness Weight 
4019 Hex Ve 36 ea | oz. 
4020 Vax the 4% Sr 2 oz. 
4721 Sex % 4%. He 2 oz. 
4723 %x the 5% ha 3 oz. 
4725 hex ‘a 5'he Sha 3 oz. 
4725B x te 6% Ma 4 oz. 
4727 hex 1% %2 4 oz. 
4027 Waa x he 7% 2 4 oz. 
4027A Hex Ve 7% Yr2 4 oz. 
4729 Sex % 8 Wha 5 oz. 
4029B Vex % 8%6 Wha 7 o2. 
4731 Vx %e % he 8 oz. 
4031B 22x Ne V6 he 8 oz. 
4731A Ax 9% Yaa 8 oz. 
4731B ex Ve 10% hp 10 oz. 
4033A x he 12% ha 15 oz. 
4033C Wiex | 12'%6 2a 15 oz. 
4735A Mex IV 13% 2/54 IIb. 5 oz. 
4037 ex 1% 141%_6 a I Ib. 13 oz. 


4039B 1% x Io 16%6 2% 2\lb. 402. 
15° Tappet Wrenches 


Thin heads, set at an angle, accurately milled openings 
and tough jaws. 


Head 
No. Openings Thickness Length Weight 
1090 Tex ‘a a” 10” 

1090G Nex Ira $2" 10” 3% oz. 
1090D Ax the Sho” 10” 3 oz. 
1092 hex 52" 10” 32 oz. 
1092F Ke xe He" 10” 4'2 oz. 
1094 Wx th %r2"" 10” 6 oz. 

Ignition Open End Wrenches 
Every Wrench has the correct angle to perfectly fit the 


nuts for which it is engineered. 


No. Opening Weight | No Opening Weight 
15° Angle 60° Angle | 15° Angle 60° Angle 
3114 '%a" Mee" = Doz, | 3124 Yar" He" = Son. 
3116 2" Yo" Jor. [3128 Ve" Mr" box. 
3118 '%e" '%e" 402. 13130 2" KH" Ton. 
3120) %" Th" 402. | 3132 %" "a2" Bor. 
3122 '%a" "Yea" Sox | 3134 Me" A" Yor. 


Ignition Open End Wrench Set 


This Set consists of the 10 wrenches itemized above 
Packed in EW- 40K Vinyl Plastic Kit 


No Weight 
EW-40 10 Pc. Set Yh Ib. 


HEXITE OPEN-ENDS 


311440 3134 


WRENCHES 


COMB. 


cL 


BW-1020 to 
BW.1025 


BW-116! to 
BW-1176 


BW. 1109 M to 
BW. 1122M 


BW-1601 to 


BW- 1605 er) 


BW- 1258 to 
BW. 1268 


Blackhawk too® 


Combination Wrenches 


The perfect Combination Wrench for removing or set- 
ting nuts. Open-end for quick turning—box-end for 
tough pulls. 


Miniature Combination Wrenches 


No Openings Length Weight 
BW-1020 ha 3 | oz. 
BW-1021 Ya 3 | oz. 
BW-1022 Yar 3 | oz. 

W-1023 Ae 3” 1 oz. 
BW-1024 "Aa 44 2 oz. 
BW-1025 % 4% 2 o7. 

Standard Combination Wrenches 
Head 

No Openings Length Thickness Weight 
BW-1161 ne 5% a2 | oz. 
BW-1162 “2 6% ha 2 oz. 
BW-1163 ne Th ea 2 oz. 
BW-1164 Ye B56 Yaa 4 oz. 
BW-1165 Ne 9% Wha 5 oz. 
BW-1166 Vs 10 Ve4 7 oz. 
BW-1167A We 10% Yaa 8 oz. 
BW-1167 % 11% 2%, 10 oz. 
BW-1168 Whe 12% ha 13 oz. 
BW-1170 i 13% "%2 I Ib. 
BW-1171 Ye 14'2 oa | Ib. 2 oz. 
BW-1172 Ve 1416 Moa | Ib. 9 oz. 
BW-1173 1% 16%. Vea I lb. 10 oz. 
BW-1174 Ie 17% " 2 Ib. 2 oz. 
BW-1176 \%e 20% Ye 3 Ib. 4 oz. 


Metric-Size Combination Wrenches 


No. Pt. Size MM Weight 
BW-1109M 6 9 2 o7. 
BW-1110M 6 10 2 oz. 
BW-1111M 6 i 2 oz. 
BW-1112M 6 12 3 oz. 
BW-1114M 12 14 3 oz. 
BW-1117M 12 17 3 oz. 
BW-1119M 12 19 4 02. 
BW-1121M 12 21 4 oz. 
BW-1122M 12 22 4 o1. 


Short 15° Box Wrenches — 12 Point 


No. Opening Length Weight 
BW-1601 A—The 4 1'A on. 
BW-1603) 2—“s 4% 3 ox. 
BW-1605 4% — “a Slt 4or. 


15° Angl-head Box Wrenches — 12 Point 


Blackhawk’s 15 Angl-design gives this Wrench greater 
handle clearance—yet it operates with the same effi- 
ciency as a straight wrench. Smooth handle grip will 
not cut or mar hand. Trim, sleek head firmly grasps nut 
or bolt—will not strip or break. Chrome plated 


No. Opening Length Weight 
BW-1258 Ye— The 7% 42. 
BW-1260 ‘ha—Ne 8% 4or. 
BW-1262 H's 9% 5 o2. 
BW-1264 %— My 11M. Tox. 
BW-1266 Nr—h 12% 12 ot. 
BW-1268 he—l 14 1402. 


Blackhawk TOOLS 


Short 45° Box Wrenches — 6 Point 


Small, compact, sturdily built wrenches. Thin heads— 
accurately machined—handle design wipes clean and 
gives comfortable grip. 


No. Opening Length Weight 
BW-1421 A—Ne AN 5 or. 
BW-1423 ‘h—N 5M 5 or. 
BW-1425 w—'Ne 6 5 or. 


Short 45° Box Wrenches — 12 Point 


No. Opening Length Weight 
BW-1401 A—Nhe 4h 2 on. 
BW-1403 2 — “Vis 5a 3 o2. 
BW-1405 4% — "ie 6 4or. 


Long 45° Box Wrench — 6 Point 


The single hex openings make this wrench especially 
suited for brake bleeder screws on late model cars. 


Part No. Opening Length Weight 
BW-1208H "xh" 7%" 3 oz. 


Long 45° Box Wrenches — 12 Point 


Patterned after the famous Blackhawk Hexite steel 
“Open-Ends.” These modern Wrenches have comfort- 
able handles—accurately broached openings—perfect 
balance—and neat, trim heads to get into tight or 
cramped quarters. Finished in heavy chrome plating. 


No. Length Weight 
BW-1208 Th 3 on. 
BW-1210 8% 4or. 

9% 5 o7. 

11% 8 or. 
BW-1216 12" loz. 
BW-1218 14% I Ib. 
BW-1220 15% I lb. 15 o7. 
BW-1222 17% 2lb. bor. 
BW-1224 'n4—1% 18! 2lb. 7ox. 
BW-1226 Whe — 1% 23 3 |b. 


Ignition Box End Wrenches 


Mighty midgets for work on carburetors, starters, 
generators and electrical work in general. 


Part No Opening Length Wat 
BW-1301 3 tho 
BW-1302 3 Vy ox 
BW-1304 3% Vigo 
BW-1305 Is Va ox 


BOX WRENCHES 


BW.1421 to 
BW.1425 


BW-1401 to 
BW-1405 


BW-1208 


to BW-1226 
BW-.1301 
to BW- 1305 
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No. EW-20 
5 Piece — Miniature Open-End Set 
No, Openin: No. fe) 
H-10 Vs— Te | 6 oa 
H-12 Yo— ar | H-18 ha — Sr 
{H-14_ Ag — a2 = 
EW-20K Vinyl Plastic Kit Weight: 9 oz. 
No. EW-105 
5 Piece — = Spire -End Set 
No Openings Openings 
4020 pi — a8 oy, 
4723 %—Ne 47318 Mr, 
47258 a—VNs 
EW-105K Vinyl Plastic Kit Weight: | Ib. 5 or. 
No. EW-109 
9 Piece — Open-End Set 
No Openings No. Openings _] 
4020 M—Ia | 4731 a pa 
4723 A— "Nhe 4033C Syy— 
4725B h—"e 4735A e—I% 
4727 Ye—% | 40398 Ie — 1% 
4027 Yn — "ne | 
[EW-109K Vinyl Plastic Kit Weight: 5 lbs. 2 or. 
No. EW-113 
13 Piece Opens -End Set 
No. Openings Openings 
4020 Ya — ie m9 A —% 
4721 he—% | 4731 % —'% 
4723 %—"%s| 4731A %—" 
4725 Ne—'a | 4033C 'Ny—l 
4725B ‘o—%Vis| 47354 e—l% 
4727 Vs—h | 40398 Mm —IWe 
4027 "ya — Ve) 
EW-113K Vinyl Plastic Kit Weight: 6b. 4 oz. 
No. EW-11 
8 Piece Tappet weeeees Set 
No. Openings Opel 
(2)1090G) is — 2 TZ} 1092F % 7 
(2)1090D  2—“%s (2)1094 Ye—h 
EW-11K Vinyl Plastic Kit Weight: 2 |b. 3or. 


No. BW-27 


3 Piece — Short 45° 12-Point 
Box Wrench Set 


Now Openings No. Openings ai] 
BW-1401 A— Vb - a— 
W-1403 ’y—Ve 
| BW-27K Vinyl Plastic Kit Weight: II oz. 
No. BW-37 
7 Piece METRIC Combination Set 
[No. Site MM _| No. Size MM 
BW-1109M 9 BW-1114M 4 
BW-1110M_ 10 BW-1117M_—sI7 
BW 1111M_ I! BW-1119M 9 
BW-1112M_!2 
BW-37K _ Vinyl Plast'c Kit Weight: 


| Ib. 6 o7. 
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No. BW-25 
6 Piece — Long 45° Box Wrench Set 
Openings | kes No. Openings 


A~—he BW-1214 % — rr 
BW-1210 Ya—he BW-1216  '%\4—A” 
BW-1212 we BW-1218 js —! 


BW-25K__ Vinyl Plastic Kit Weight: 2 Ib. 6 oz. 
No. BW-26 
6 Piece — Long 15° Box Wrench Set 
No, Openings No. Openings 


BW-1258 A—he BW-1264 %— hr 
BW-1260 h—"Ne BW-1266  'V%is—"% 
BW-1262 w— Ne BW-1268 = '/i4—I1 


BW-26K__ Vinyl Plastic Kit Weight: 3 Ib. 
No. BW-23 
6 Piece Min. Combination Set 
No. Openings No. Openings 
BW-1020 "hz BW-1023. Vs 
BW-1021 Va BW-1024 "Az 
BW-1022 Yar BW-1025 % 
[BW-23K Vinyl Plastic Kit Weight: 10 oz. | 
No. BW-24 
4 Piece Combination Set 
No. Openings No. Openings 
BW-1161%/s BW-1163 is 
BW-1162 a BW-1164 % 
BW-24K _Vinyl Plastic Kit Weight: 13 oz. | 
No. BW-18 
6 Piece Combination Set 
No. Openings _| No. Openings 
BW-1161 he BW-1164 % 
BW-1162 “a BW-1165 he 
BW-1163 Ne BW-1166 Ya 
BW-18K Vinyl Plastic Kit Weight: | Ib. 7 oz. 
No. BW-22 
7 Piece Combination Set 
No. Openings No. Openings | 
BW-1021 Ya BW-1162 "a 
BW-1023 he BW-1163 Ne 
BW-1025 % BW-1164 % 
BW-1161 he 
[BW-22K Vinyl Plastic Kit Weight: IIb. 1 or. | 
No. BW-20 
13 Piece Combination Set 
No. Openings No. Openinas 
BW-1023 he BW-1166 % 
BW-1025 % BW-1167A '%u 
BW-1161 Ne BW-1167 % 
BW-1162 "a BW-1168 ie 
BW-1163 Ne BW-1170 I 
BW-1164 i BW-1171 Me 
BW-1165 Ne 
BW-20K Vinyl! Plastic Kit Weight: 6 lb. 4 02. 


ADJUSTABLE WRENCHES 
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ADJUSTABLE WRENCHES 
Forged of tough alloy steel its tremendous strength 
means that the wrench can be made lighter and smaller 
for working in the toughest corners. The handle is slim 


AW. 1004 and comfortable and delivers full power for that stub- 
TO AW-1018 born nut, 

Thickneis Thickness 
Jaw Open -ofdew of Head 

No. Site Maximum Minimum Minimum Weight 

AW-1004 4 "a “ he Zor. 

AW-1006 6 Ys Ve % 4ox. 

AW-1008 8 Ny "Ya "Sa 8 o2. 

AW-1010 10 %e Ya “Me 14 or. 

AW-1012 12 iy Yaa Ys IIb. Boz. 

AW-1015 15 1% a2 Nhe 2b. 4 ox. 

AW-1018 18 2 2%, "se 5 lb. 


Replacement Parts 


No. AW1099 Assortment of Replacement Parts for Ad- 
justable Wrenches as listed in table below. Packed in 
sturdy box. 


Wrench 
Sine Jaws Knurls Pins Springs 
4 2 2 2 2. 
6 3 4 4 4 
8 | 4 4 4 
10 2 2 2 2 
12 | 2 2 Zz 


Individual Replacement Part Numbers - No. AW1099 


KEY: To order individual repl. parts, use the part num- 
ber of the wrench on hand plus the following suffixes: 
Knurls, P-1; Pins, P-2; Jaws, P-3; Springs, P-4. ice., 
Knurl for 8” adjustable wrench is AW-1008-P-1. 


Parts for Replacement 


Wr. Size Wr. Size Wr. Size Wr. Size Wr, Size 
4 10 12 


Knurls AW-1004-P-1 AW-1006-P-1 AW-1008-P-1 AW-1010-P-1 AW-1012-P-1 
AW.I114 Pins AW-1004-P-2 AW-1006-P-2 AW-1008-P-2 AW-1010-P-2 AW-1012-P-2 
TO AW.-1136 Jaws  AW-1004-P-3 AW-1006-P-3 AW-1008-P-3 AW-1010-P-3 AW-1012-P-3 
Springs AW-1004-P-4 AW-1006-P-4 AW-1008-P-4 AW-1010-P-4 AW-1012-P-4 


Aluminum Pipe Wrenches 


Handle is made of a light weight special aluminum 
alloy. Jaws are made from finest alloy stecl 


Max. 

No. Length Opening Weight 
AW-1114 14 2 I Ib. 13 on. 
AW-1118 18 2A 2 Ib. 12 o7. 
AW-1124 24 3 4lb. 12 o2. 
AW-1136 36 Ah Glb. Box. 


Stillson Wrenches 
An improved type of Pipe Wrench completely drop 
forged. Engineered for heavy duty work. On many jobs 
nothing will perform so well as a Stillson Wrench and 
no wrench will give a fin.er grip or stand a harder pull 
than a Blackhawk Stillson Wrench 


AW-1208 
TO AW-1218 


No. Site Capacity Weight 
AW-1208 8" %" Il ox. 
AW-1210 10" is IIb, Boz. 
AW-1214 14" "A" 2 Ib. 10 oz. 
AW-1218 18" Zz 4b. 
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Plier-Wrench 


A remarkable tool in that it is a combination pliers, 
wrench, clamp. and vise. The exclusive floating lower 
jaw grips objects of any shape with full length of both 
jaws. Jaws are drop forgings, heat treated. Teeth are 
machine milled. Plier Wrench is cadmium plated 

No. Length Weight 
ZW-1110 10" 1 Ib. 


Lever Jaw Wrenches 
The patented FINGERTIP release opens wrench in- 
stantly, no matter how tightly locked to the work — with 
just the pressure of a fingertip. Exerts over 1000 Ibs. of 
pressure at heat-treated, forged jaws. 


No Length Weight 
ZW-1116 6" 12 ot. 
ZW-1120 10" | Ib. 4 on. 


Hex Key Wrenches 
Since the widespread use of hollow head cap screws 
and sct screws it becomes necessary to have a com 
plete set of these Hex Key Wrenches. Used on atl 
types of industrial and automotive equipment 
Fits HH Length Length Weight 


Fits Set Cap Short Long 
No Site Screws Screws Arm Arm 
ZW-1002 Yu 6 Ye 1% ror. 
ZW-1003 ‘us 8 ae ee 
ZW-1004 % 10&12 yy 2 ‘hor 
ZW-1005 % A 8 % 2% ‘hor 
ZW-1006 Ss: is 10% ohn. 
ZW-1007 7% Ys yy 2% Lon. 
ZW-1008 "A: Mu Ye 3 soe. 
ZW-1009 % % "3% or. 
ZW-1010 ise YO 3% Dor 
ZW-1011 4% *% Im 4% 2or 
ZW-1013 h % 1% 5a Jor. 
ZW-1014 Yu | Ola OOK SK hor. 
ZW-1015 % W%w&I% | 1 be Sor. 
ZW-1016 % > Wee 2% 7% bon. ZW-1002 


‘ : to ZW-101 
No. ZW-58 Hex Key Wrench Set consisting of the first . pate 


10 wrenches listed above in plastic case. Wgt. 6 07 


Handy Hex ley Wrench Set 
A dandy tool to have on hand because in one small 
case you have 7 of the most popular Hex Key 
Wrenches. Folds up to be carried in pocket. 
No. Weight 
ZW-1018 Hex. Key Wrench Set consisting 4oz. 
of 7 different size wrenches, 
sizes: '/is", 5/4", Yo", Ye", 2", 
and 6". 


Half-Moon Box Wrenches 
Ideal for generators, starters or other similar hard-to- 
get-at spots 
No. Opening Length Weight 
15659 “—h TM 5 oz. 
15660 Ni —% Th 602. 


RATCHET AND BOX 
WRENCHES 


ZW.-1155 
ZWw.ii57 
ZW-1158 


ZW-1042 
to ZW-1070 


ZW-1214 
to ZW-1218 
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Ratcheting Box Wrenches 


The heads on the Ratcheting Box Wrenches are thin 
enough that you can use them in limited quarters. 
Coupled with their slimness is the positive, dependable 
ratchet with a minimum of parts that insures long, 
trouble-free operation. Made of alloy steel, fully heat 
treated.The three smaller sizes have single hex open- 
ings. The three larger sizes have double hex openings. 


No. Size Thickness Length Openings Weight 


ZW-1042 4 & V/s % 4% SingleHex. 2 02. 
ZW-1044 %&%6 = % 542 = SingleHex. 3 oz. 
ZW-1046 Y2&%4 = 32 6%s2_ Single Hex. 6 oz. 
ZW-1068 %&'Vie ‘2 8 Double Hex. 10oz. 
ZW-1069* % & % "a 8 Double Hex. 10 oz. 
ZW-1070 %&% Y2 9% Double Hex. 127. 


* Especially useful on oil filters on late model Fords and other cars. 


Flare Nut Wrenches 


Especially useful in aviation, refrigeration, automotive 
and tractor work, These Wrenches prevent rounding off 
the corners and damaging soft brass flare nuts. The 
milled opening permits the Wrench to be slipped over 
copper tubing used on fuel, oil and vacuum lines. 


No. Sizes Length Slots Weight 
ZW-1214  %— "Vis 5% Ve—Vs 202. 
ZW-1215) /2— Vie 6% he—% 3 oz, 
ZW-1216  %e—' is 8 Te—Ve 402. 
ZW-1217) 4s —%e ¢ Ne 8 oz. 
ZW-1218 1—1% 10/2 "Ne IIb. 


Flex Wrenches 


These Flex Wrenches are actually dual purpose tools. 
They give you the advantages of a good box wrench 
coupled with the flexibility of a hinged offset. The 
sockets, which are all double hex, flex over in any posi- 
tion within a 180° radius of the handle. This allows 
you to work on many nuts not accessible with con- 
ventional wrenches. They are ideal for automobiles, 
aircraft, trucks, tractors and machine tool service. 


No. Sizes Length - Weight 
ZW-1155 Rk Mh 5 oz. 
ZW-1157 & Ve 10 10 oz. 
ZW-1158 Vig &% 9% 12 oz. 


INDUSTRIAL WRENCHES 
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: ay! 
Adjustable Wrenches vs 
From now on you need not carry to each job an armful ‘te os 
of bulky, carbon steel single size wrenches that weigh \ ¢ . AW 1024 


a ton. With the Blackhawk Adjustable Wrenches you 
need only two to handle any nut from 1%" to 434"! 
The Wrenches are tough, drop forged from high alloy 
steel. They are light and slim to get into small places 
and they cost less because they replace a whole set of 
ordinary wrenches, 


AW. 1036 


No. ; Weight 
AW-1024 = Adjustable Wrench 24” long, 10 lb. 
%" thick. Comes with jaw 
adjustable from 14”to 27" 
Weight 


AW-100024 Extra Adjustment Jaw for | lb. 120z. 

No. AW-1024 Wrench above 

which permits alternate ad- 

justment by '/s’s from 17%”/s" 

to 2!" 

Weight 

AW-1036 Adjustable Wrench 36” long, 2 1b. 

1%” thick. Adjusts from 

2'%5" to 4%". 


Bolt and Rivet Cutter 


This powerful Cutter will snip a bolt as if it were an 
icicle! This tremendous force comes from the double 
cam action in the head and the long leverage of the 
tough, forged handles. It has but six major parts: the 
jaws, side plates (which cannot twist) and the forged 
handles. Full heat treated special alloy steel blades cut 
the toughest bolt. Cut at center of blade for greatest 
strength. Will cut is” soft bolts, ¥” in threads; ‘/s” 
soft chain, %” hard chain; 4” alloy steel chain and 
%” steel strand or wire rope. You will find many uses 
for this Cutter in the garage, manufacturing plant or 

on all types of construction jobs. AW.1350 > \ a. 

No. Length Weight " 

ZT-1404 Zi" 5 lb. 
ZT-140004 Extra Jaw 8 oz. 


Universal Chain Wrench 
If you need to get a firm, slip-proof grip on slippery 
round, hexagonal or square material, this Chain Wrench 
will give it. No matter what the shape is, it is held in a 
vise like grip. Excellent for all maintenance work, for 
steamfitters, plumbers and well drillers. Ideal for remov- 
ing oil filter on many late model cars. It’s an all purpose 
wrench. Handle made of forged steel, chain is heavy 
double link that will take tremendous strain. 


No. Capacity Length Weight 
AW-1350 "to 4h" Wi" I lb. 12 o7. 


Adjustable Spanner Wrench 


Here is another adjustable wrench that replaces 30 or 
40 fixed size spanner wrenches. It eliminates carrying a 
great deal of bulk and weight on each service job, It 
conserves tool room, too. Two hooks and one handle are 
furnished. One hook is 34” thick to handle heavy turret 
nuts. The other is 3@” thick for thin adjusting nuts 
Both have 11 adjustments. Excellent for all tractor and 
heavy duty work 


No. Length Weight 
AW-1300 3 1216 


Cy i, : . 
CHA\SY 


MT-1049 


yy vie4 


MT-1045 


40 MI-1042 
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These Feeler Gauges assure you precision accuracy 
when measuring clearance. Each Gauge is individu- 
ally tested and all Gauges are manufactured from the 
finest Swedish heat-treated and tempered steel to pre- 
vent wear.’ Dimensions are permanently etched on each 
blade for quick, easy reading. There's a Gauge for every 
possible use. 


Master Feeler Gauge 
Consists of 25 blades, 336” long in sizes: .0015, .002, 
.003, .004, .005, .006, .007, .008, .009, .010, .011, 
.012, .013, .014, .015, .016, .018, .020, .022, .024, 
.025, .028, .030, .032, and .035. 

No. Weight 
MT-1049 3 on. 
Standard Feeler Gauge 
Consists of 10 blades 3%” long in sizes: .002, .003, 

.004, .005, .006, .007, .008, .010, .012 and .015. 

No. Weight 
MT-1048 ‘hon. 
Combination Feeler Gauge 
Contains ten 3” x 14” blades on one end, of the following 
thicknesses: .002, .003, .004, .005, .006, .007, .008, 
.010, .013, .015; and twelve 1}4” x }4” blades on the 
other end, of the following thicknesses: .011, .012, .013, 
.014, .015, .016, .017, .018, .019, .020, .022 and .025 

No. Weight 
MT-1047 1 oz. 


Piston Feeler Gauge 
Consists of 8 blades, 844” long in sizes: .002, .003. 
.004, .005, .006, .008, .010 and .015. 

No. Weight 
MT-1046 2 on. 
Brake Feeler Gauge 
Consists of 9 blades 3” long in sizes: .002, .004, .005, 

.006, .007, .008, .010, 012 and .015. 
No. Weight 
MT-1045 Ys o7. 


Chevrolet Gauge 

Contains eight 3%,” x 14” regular blades in the following 
sizes: .006, .007, .008, .010, .012, .013, .015, .020. 
Four 3%" x }4” Ignition Blades: .016, .018, .020, .022. 
Three 90° offset wire blades: .032, .035, .040. One 
electrode bending tool. 

No. Weight 
MT-1044 2 02. 


15-blade Go-No-Go Gauge 

Contains fifteen 3%," x }2” stepground blades of follow- 
ing thicknesses: .006-.008, .007-.009, .008-.010, 
.009-.011, .010-.012, .011-.013, .012-.014, .013-.015, 
.014-.016, .015-.017, .016-.018, .017-.019, .018-.020, 
.019-.021, .020-.022. 

No. Weight 
MT1043 | oz. 


Regular Ignition Feeler Gauge 
” blades of the following 


Contains twelve 134” x !4 


thicknesses: .O11, .012, .013, .014, O15, .016, .O17, 
O18, 019, .020, .022 and .025 

No. Weight 
MT-1042 I oz. 
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No. MT-1055 Ignition Feeler Gauge 
Contains 5 sizes-344” long: .013, .015, .016, .017, 
.020, .022, .025-7 units. 


No. Weight 
MT-1055 | oz. 


Services Domestic and Foreign Cars 
Contains sixteen 134” x 14” blades of the following 
thicknesses: .011, .012, .013, .014, .015, .016, .017, 
.018, .019, .020, .022, .024, .025, .028, .030, .032. 

No. Weight 
MT-1041 Ya on. 


Regular Spark Plug Wire Gauge 
Consists of 1 electrode bender and 8 wire gauges in 
sizes: .022, .025, .028, .030, .032, .035, .038 and .040. 

No. Weight 
MT-1040 loz. 
Ford Gauge 
Contains thirteen step-ground 3%,” x 1%” Go-No-Go 
blades of the following thicknesses: .010-.012, .011- 
.013, .012-.014, .013-.015, .014-.016, .015-.017, 
.016-.018 .017-.019, .018-.020, .019-.021, .021-.023, 

.024-.026, .025-.027. 
Four 3%," x 14” Ignition Blades: .015, .016, .020, .025. 
Three 90° offset wire blades:*.025, .028, .035. 
Two straight wire blades: .017, .030 
One electrode bending tool. 

No. Weight 
MT-1039 2 o2. 


Combination O.H.V. Gauge 
Contains seven 3%,” x 14” blades with 45° offset of the 
following thicknesses: .018, .019, .020, .021, .024, 
.025, .026 and four straight 3%," x 14” in the following 
thicknesses: .015, .016, .018 and .019. This gauge 
especially useful on motors with overhead valves such as 
Ford, Mercury and Studebaker. 

No. Weight 
MT-1052 2 o7. 
Feeler Gauge Blade Holders 
Made to handle separate feeler blades, easily and with- 
out damage. Metal slide ferrule clamps blade firmly. 
Different blades can be inserted in seconds. Blades 

listed below. 


No. Weight 
MT-1036 Single Blade Holder “a on. 
MT-1037 Double Blade Holder 2 07. 


Feeler Gauge Blades 


Made of Swedish Steel in 12” lengths for use in above 
Holders. Blades plainly marked. Have hole in end so 
that by inserting bolt, you can make up set as desired. 


MT-1001 .0015 MT-1011 .01! MB-1021  .02! 
MT-1002 .002 MT-1012 .012. MB-1022 .022 
MT-1003 .003 MT-1013 018 MB-1025 .025 
MT-1004 .004 MT-1014 .014 MB-1027 .027 
MT-1005 .005 MT-1015 .015 MB-1028 .028 
MT-1006 .006 MB-1016 .016 MB-1030 .030 
MT-1007 .007 MB-1017 .017 MB-1032 .032 
MT-1008 .008 MB-1018 .018 MB-1035 .035 
MT-1009 .009 MB-1019 .019 MB-1040 .040 
MT-1010 .010 MB-1020 .020 


MT-1039® 


BLADES 


FORGED PLIERS 


PT.1002 
to PT-1004 


PT-10t1 


PT-1023 


PT-1028 
PT-1029 


PT-1052 


PT-1057 
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Blackhawk Pliers for every job—large or small. 
Made of special alloy steels, electronically heat 
treated and with carefully machined joints for 
smoother working. 


Combination Slip-Joint Pliers 


An inexpensive Slip-Joint Plier. Chrome plated for rust 
resistance. Has sharp, self-cleaning teeth 


No. Length Weight 
PT-1002 6" 7 on. 
PT-1003 8" - loz. 
PT-1004 to" 18 oz. 


Thin Nose Slip-Joint Pliers 


A brother to the No. PT-1002 above but in a thin nose 
pattern. Top value at moderate cost for a general pur- 
pose tool. 


No. Length Weight 
PT-1011 5" 3 oz. 


Heavy Duty Slip-Joint Pliers 


Designed for hard usage, this combination slip-joint 
will stand up where others fail. Has built in cutting 
notches. 


No. Length Weight 
PT-1023 8" Il ox. 


Side Cutter Pliers 


Heavy duty slip-joint with hand-honed side cutters 
Forged of tough alloy steel to take plenty of tough use. 
Flush face on cutter side for getting in close quarters. 


No. Length Weight 
PT-1028 5" 41. 
PT-1029 is 9 on. 


Electrician's Diagonal Pliers 


Efficiently designed, smooth cutting, all around diag- 
onal cutter with keen knives, individually honed. 


No. Length Weight 
PT-1052 6" Tox. 


High Leverage Diagonal Pliers 


High leverage diagonal cutter, drop forged of alloy steel. 
Comfortable handles for easy cutting. 


No. Length Weight 
PT-1057 z-. 8 oz. 


Heavy Duty Diagonal Pliers 


The all around diagonal cutter that has a thousand and 
one uses. Has hand-honed edges. Forged of alloy steel. 


No. Length Weight 
PT-1060 we 60. 


Blackhawk roors 


Lineman's Standard Pliers 


Ideal tor electrical and all around work. Forged of alloy 
steel with hand-honed cutting edges which are induction 
hardened 


No. Length Weight 
PT-1108 8" 13 o2. 


Long Chain Nose Side Cutting Pliers 


Spring-tempered long chain nose with keen cutting 
blades, hand-honed. Ideal for “ticklish” jobs 


No Length Weight 
PT-1128 6" 5 oz. 


Curved Needle Nose Pliers 


For use in deep and narrow places. Perfect for assembly 
or adjustments where clearance is limited. 


No. Length Weight 
PT-1149 6" 5 oz. 


Duck Bill Wiring Pliers 


Standard long duckbill. Ideal for wiring, also in assembly 
work where long reach is required 

No. Length Weight 
PT-1178 8" Tor. 


Large Rib Joint Pliers 


Has Bright Red neoprene handle for comfortable grip. 
Opens to 234”. Multiple.ribs enable jaws to handle any 
size pipe. 

No. Length Weight 
PT-1248 14” 2 Ibs. 


Rib-Lock Pliers 


The rib construction of the joint takes all the strain 
off the nut and pin. This results in a far stronger plier. 
The greater the pressure, the tighter the grip, even 
when pressure is applied to only one handle. Full forged 
of high grade alloy steel. 


No. Length Weight 
PT-1250 10" 12 o7. 


Water Pump and Electrician's Pliers 


Six place slip-joint Pump Plier. A general utility tool 
for, narrow quarters and wide spans. Smooth working 
adjustments over a wide range. 


No. Length Weight 
PT-1253 10" I ox. 


PT.1108 


FORGED PLIERS 


PT.1178 


PT.1250 


PT.1260 


PT-1261 


PT-1263 


PT-1266 


PT-1271 
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Angle Nose Battery Pliers 
Strong, thin pattern with sharp teeth that really hold 


Long enough for good leverage. Alloy steel forging. 
No. Length Weight 


PT-1259 r '1 ox. 


Brake Spring Pliers Adapter 
When attached to Brake Spring Pliers, the cup 
of this Adapter fits over anchor pin and anchor pin 
springs are lifted off easily by the Adapter lug. 
No. Size Weight 
PT-1260 1A” 6 oz. 


Brake Spring Pliers 
Specially designed for a difficult job. Forged of alloy 
steel to give long service. Has the leverage to handle 
strongest springs with ease. 
No. Length Weight 
PT-1261 122" 12 o2. 


Brake Spring Pliers with Socket 
Same as PT-1261 with adapter for lifting anchor pins. 
No. Length Weight 
PT-1262 122" 12 o2. 


Super-Grip Parrot Head Pliers 


Heavy duty offset slip-joint. Forged of alloy steel with 


comfortable handles for tough jobs. 
No. Length Weight 


PT-1263 8" 9 oz. 


“Horse Shoe" Lock Ring Pliers 
A reverse action plier with spring tensioned handles. 
Designed to open “horse shoe” lock rings. Knurled tips 


hold securely without danger of slipping. 
No. Length Weight 
PT-1266 be 6 oz. 


Body Trimmers’ Hog Ring Pliers 
A top quality hog ringer. Hog rings can be used for 
lots of upholstery holding jobs if the right pliers are 


available. 
No. Length Weight 


PT-1271 8" 8 oz. 


Blnedhauh Hoon 


Battery Terminal Clamp Spreader 
and Cleaner 
A triple purpose tool it spreads the battery terminal 
clamp, cleans it, and also cleans the battery terminal 
post. Insert spreader into clamp and spread handles. 
No. Length Weight 
PT-1272 Th" 10/2 oz, 


Snap Ring Pliers 
Pliers remove snap rings quickly and easily without 
damaging snap rings or bearing surfaces. 


No. Length Weight 
P-59B 10" 602. 


Tru-Arc Pliers No. 2 


For 1956-57 Cadillac, Oldsmobile, Pontiac and Nash 
Used to remove and replace tru-arc snap rings through- 
out the transmission. 

No. Weight 
P-52B 2 o7. 


Midget Ignition Pliers 
“A small handful of power.” Induction hardened teeth 
for a sure grip and long wear. Has non-slip handles, 
No. Length Weight 
PT-1256 4" 2 ox. 


Ignition Pliers 


Midget Ignition Plier with surprising strength for its 
sjze. Ideal for tiny nuts and small assemblies. Easy ad- 
justment through size range. 


No. Length Weight 
PT-1251 5" 2ox. 


Hose Clamp Pliers 
Handles all popular sizes of hose clamps. Jaw openings 
hold the clamp in line or at right angles to the handle. 


No. Length Weight 
PT-1280 8” 12 oz 


PT-1272 


+ 
P-52B 3 
ee 
PT-1256 ae 


PT.1251 


PT-1280 
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SCREW DRIVERS 


ST-1004 
to ST-1010 


ST-1024 
to ST-1032 


ST-1145 


ST-1150 
S 
ST.{064 


to ST-1068 


ST-1043 
to ST-1048 


Bicelinuk coor 


Mechanic's Type Screw Drivers 
The all-around Screw Driver that is tough and power- 
ful. Has round blade with standard precision cross- 
ground tip that fits the screw slot perfectly. Slip-proof 
grip delivers full power even if hands are wet and 
greasy. 


Blade Width 
No. Length of Tip Weight 
ST-1004 4 Ya 202. 
ST-1006 6 he 402. 
ST-1008 8 % 7 oz. 
ST-1010 10 % 8 oz. 


Mechanic's Type Screw Drivers 
Another universal tool. Has a square blade instead of 
round. Blade is securely embedded into black plastic 
shock-proof handle. Tip is cross-ground and accurate. 


Width 
No. of Tip Weight 
ST-1024 Ya 2 oz. 
ST-1026 she 5 oz. 
ST-1028 * 8 o7. 
ST-1032 % 10 oz. 


Extra Short Screw Drivers 
Where space is cramped and screws must be tightened 
or loosened, these two Screw Drivers will do the trick. 
Have plastic handles—cross-ground tips. 
Blade Width 


No. Length of Tip Weight 
ST-1145 1% Ys | oz. 
ST-1150 2 Ye | oz. 


Redio Service Screw Drivers 
A slim, light screw driver for mechanics and radio serv- 
ice men. Blade forged of best quality steel, fully hard- 
ened and tempered and finished in bright nickel. 


Blade Width Blade 

No. Length of Tip Dia. Weight 
ST-1064 4 “a Ye | oz. 
ST-1066 6 Ys “ | oz. 
ST-1068 8 “ " | oz. 


Electrician's Type Screw Drivers 
For all electrical work. Blades are slim and long and 
tip is small and accurately cross-ground to fit screws. 


Has round blade. 
Blade Width 


No. Length of Tip Weight 
ST-1043 3 Ne | oz. 
ST-1046 6 s | oz. 
ST-1048 8 Ae | oz. 


SCREW DRIVERS 
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Phillips Screw Drivers 


There is a Screw Driver here for all Phillips screws. 
Available as a “stubby” and in regular lengths. 


Blade Phillips Blade 
No. Length Size Dia. Weight 
ST-1140 % 2 % loz. at iin 
ST-1081 3 | VN loz. 
ST-1082 4 2 "4 2oz. 
ST-1083 6 3 A dor 
ST-1084 8 4 % 702. 


Clutch Head Screw Drivers 


Will fit all type clutch head screws, also known as 
“Figure 8” or “Style H” which are used on automobiles 
and other equipment. 


Blade Clutch For Clutch* Blade 


No. Length Site HeadScrews Dia. Weight 
ST-1100 4 Ae 10-12 %s 2 02. 
ST-1102 4 x2 6-8-10 Ya 202. 
ST-1103 6 Ya 12-14 Ne 4oz. 
ST-1104 6 Ae Nee % 6 oz. 


* Note: Special screws may have Clutch dimensions differing 
from above. 


Offset Screw Drivers 


Where space is tight and you cannot use your: regular 
screw driver, one of these Offset Screw Drivers will 
sneak in and do the job for you. Blades at end are 
offset and at right angles to each other. 


Blade Blade 
No. Stock Width Thickness Length Weight 
ST-1183 “s Ya .030 2 | oz. 
ST-1184 Ne he .030 4 | oz. 
ST-1185 Ya % 038 MA | oz. 


Sure Grip Screw Holding Screw Drivers 


This time and labor saving mechanism holds all typcs 
of screws on the screw driver blade for easy, one- 
handed operation. The flexible steel fingers open to 
grip the screw—hold it securely while driving. 


Blade Width Blade 
No. Length of Tip Square Weight 
ST-1189 2 Ys Ye | oz. 
ST-1191 4 Ye Ye | oz. 
ST-1192 6 Ye Ye 2 ox. 


ST-1081 
to ST-1084 


ST-1100 
to ST-1104 


Z 
ST-1183 
to ST-1185 


ST-1189 
to ST-1192 
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Wood Handle Screw Drivers 


These Wood Handle Screw Drivers are intended for 
the mechanic who is particular about his tools. They 
are made by skilled workmen whose business for many 
years has been making better Screw Drivers with only 
the best of carefully selected materials. 


Phillips Special Alloy Blade 
Screw Drivers 
Equipped with fine clear maple handles for a good solid 


grip. Yet the blades are made from the finest alloy steel 
to insure a tight grip that will not slip. 


Phillips Blade 

No. Screw Size Length Weight 
ST-91 No. | Pt. 3" | oz. 
ST-92 No. 2 Pt. 4" 2oz. 
ST-93 No. 3 Pt. 6" 4o1 
ST-94 No. 4 Pt. 8" 8 oz. 


ST-164 


fo ST-1610 yy/ Standard Blade — Wood Handle 
or 


Screw Drivers 


A general purpose screw driver of exceptional strength 
and utility. Appreciated by the mechanic who wants a 
good quality tool to turn screws with and not to use as 
a cold chisel or pry bar. 


No. Size of Blade Width of Tip Overall Weight 
ST-164 4" “" q" 2 ot. 
ST-166 6" A" 11%" 4oz. 
ST-168 8" 4" 15" 10 oz, 
ST-1610 10" " iF I] oz. 


Spark Detecting Screw Driver 
Has a breakproof, shockproof amber handle, a handy 
pocket clip, a tip protector and a magnetized blade. Tip 
is accurately machine cross-ground to size. 


Blade 
No. Length Blade Dia. Weight 
ST-1214 2%" "s | oz. 


Nylon Handle Screw Starters 


For protection against electrical shock, use this Screw 
Starter with the Nylon handle. Has a positive bite on 


ST-1166 
to ST-1168 


screw slot. 

No. Length Weight 
ST-1166 2'2" eo 
ST-1167 5” 3 oz. 
ST-1168 A es 4or 


Dinclhiiuck: 160i 


NUT BUSTER 


Here is the most efficient nut-cracking tool available. It 
works in the tightest corners anywhere from bumper to 
bumper.* It explodes the most tightly frozen nuts at a 
twist of the wrench by bringing fully 25,000 Ibs. of pres- CT-1810 
sure to bear on the nut, and yet it cannot damage the bolt. yt : 
Only 5 moving parts, all easily replaceable, means that 

years of service are assured, 


No. Description Length Weight CT-1810-1 
CT-1810 Universal Nut Buster 714” 1 Ib. 4 02, 
CT-1810-1 Chisel 
CT-1810-2 Pusher CT-1810-2 
CT-1810-3 Ball Bearings (Pair) 
CT-1810-4 Forcing Screw 


* The Universal Nut Buster will also handle the nuts on CT-1810-3 ma 
all foreign cars. or ~~ 


CT-1810-4 


Shop Knife 


This fine Shop Knife has a large handle to insure a firm 
comfortable grip. Invaluable for cutting gaskets, install- 
ing floor mats and a thousand other cutting jobs. Com- 
plete with 5 blades. 
No. Length Weight 
ZT-1114 6" 4oz. ZT 
ZT-1115 (Extra Blade) 


MUFFLER TOOL 


Save over half the time when removing old, rusted, 
frozen, or corroded muffler connections. Simply split 
open tail pipe or muffler nipple and the connection slips 
out easily and cleanly, yet remains undamaged. The right 
angle handle keeps hands safely out of the way while 
keeping the cutting point always in view. 


CT. 180i 
No. Length Weight 
CT-1801 8” 6 oz. 
Muffler Cut-off Tool 


Save time, temper, money with the simplest, easiest to 
operate cut-off tool available. Expands simply by turning 
handle, eliminating clamps or locking devices. Locks into 
position from the bottom so overhead obstructions do 
not hinder and delay set-up. Does the job exactly right 
the first time. Range is 134” to 212”. 
No. Length Weight 

CT-1825 10” | Ib. 4 oz. 


CT-1825 
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Tools designed to “take it.” Every Blackhawk Chisel is 
carefully heat treated to insure against cither being too 
hard or too soft. All of these Tools can be resharpened 
Great care has been taken in designing the cutting edge 
so that it will remain sharp under heavy wear, and care 
should be taken in redressing. 


No. CT-114 Punch and Chisel Set weight 


3 Ib. 13 o7. 
No No. 
CT-1003 Cold Chisel CT-1304 Center Punch 
CT-1004 Cold Chisel CT-1314 Prick Punch 
CT-1006 Cold Chisel CT-1453 Pin Punch 
CT-1008 Cold Chisel CT-1454 Pin Punch 
CT-1010 Cold Chisel CT-1456 Pin Punch 


CT-1156 Flat Cape Chisel CT-1464 Pin Punch 
CT-1254 Diamond Pt. Chisel CT-1466 Pin Punch 
Vinyl Plastic Kit 


No. CT-105 Cold Chisel Set = weight 


2 Ib. 
No No 
CT-1003 Cold Chisel CT-1008 Cold Chisel 
CT-1004 Cold Chisel CT-1010 Cold Chisel 
CT-1006 Cold Chisel Vinyl Plastic Kit 


No. CT-205 Pin Punch Set Weight 


CT-205 CT-105 Ne *s Mion: 
CT-1453 Pin Punch CT-1464 Pin Punch 
CT-1454 Pin Punch CT-1466 Pin Punch 


CT-1456 Pin Punch Vinyl Plastic Kit 


CT.1003 Cold Chisels 
to CT-1010 No Stock Blade Length Weight 


CT-1003 he % 4h | oz 
CT-1004 % Ne 5 2 ot. 
CT-1006 "a ye 6 4oz. 
CT-1008 % % bh 9 02. 
CT-1010 Ys " M% 13 oz. 


Long Chisels 

CT-1108 No Stock Blade Length Weight 
CT-1110 CT-1108 % Ys 12 | Ib. 
CT-1110 % " 18 2 Ib. 3 ox 


Flat Cape Chisels 


No. Stock Blade Length Weight 
CT-1156 yy ” 6/4 4or. 
: CT-1158 % % bi 8 or. 
\ CT.1156 
’ CT-1158 Round Nose Chisel 
_ No Stock Blade Length Weight 
SS CT-1204 % Hy 5% we 
CT-1204 
: Diamond Point Chisel 
~*~ No Stock Blade Length Weight 
Scrizss CT-1254 " 5M 2er 
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No 
CT-1303 
CT-1304 
CT-1306 


No. 


CT-1314 


No 


CT-1404 
CT-1406 
CT-1408 
CT-1410 


No. 
CT-1453 
CT-1454 
CT-1456 
CT-1464 
CT-1466 


No, 


CT-1509 


No. 
CT-1554 
CT-1556 
CT-1558 


No 


CT-1617 
CT-1620 


Ne, 


CT-1606 
CT-1610 


No 


CT-1650 


Center Punches 


Stock Length 
Ae 4Me 
% §: 
"_ 5/; 


Prick Punch 
Stock Length 


% 5 


Starting Punches 


Stock Point Length 
% Ye 5 
‘a ne 5% 
% Ya 7 
% % Th 
Pin Punches 
Stock Point Length 
Ae "% 5 
% Yaz 5” 
"a Urs 6 
% Ne "a 
"a % 6 


Lining Up Punch 


Length Overall 
Stock Point of Taper Length 
Ye Ya 8 14 


Long Taper Punches 


Stock Blade Length 
% % VA 
‘a ws 9 
v Yq 12 


Lady Foot Pry Bar 


Stock Length 
“Ae 15 
Ye 18 
Jimmy Bar 

Steck Length 
va 15 
Y% 20 


Rivet Buster 


Stock Blade 
Ys % 10 


Length 


Weight 
| oz. 
2 o2. 
402. 


Weight 
2 oz 


Weight 


2 oz. 


4oz. 
8 oz. 
12 oz. 


Weight 
| oz. 
2 02. 
402. 
42. 
402. 


Weight 
12 oz. 


Weight 


2 o7. 
S oz 
10 oz 


Weight 


IIb. 
2 Ib. 


Weight 


11 oz. 
2 Ib. 


Weight 
| Ib. 402. 


CT-1303 
to CT-1306 


Va 


CT-1314 


CT-1404 
to CT-1410 


CT-1453 
to CT-1466 


CT-1509 


CT.1854 
to CT-1558 


CT-1617 
CT-1620 


CT-1606 
CT-1610 


CT.1650 
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IGNITION POINT FILES } 


FT-1060 


il 


FT.1097 to | 


FT-1098 


Ignition Point Files 
Double cut card of 12 
No. Length Width Weight 
FT-1001 5% Ne 4oz. 


Made of special alloy steel, Blackhawk files last longer, 
work faster and will not slip. 


Mill Bastard Files 


No. Length Width Weight 
FT-1010 6 "raxthea loz. 
FT-1011 8 raxVoa 3 oz. 
FT-1012 10 Marx Vow Tox. 
FT-1013 12 \hoxthr 12 oz. 
FT-1014 14 ext IIb. 2oz. 
FT-1015 16 "a hr I Ib. 12 o7. 


Round Bastard Files (Tapered) 


No. Length Width Weight 
FT-1040 6 Ya Ya ox. 
FT-1041 8 he | oz. 
FT-1042 10 % 402. 
FT-1043 12 v 8 o7. 


Half-Round Bastard Files 


No. Length Width Weight 
FT-1050 8 Yaxtha 401. 
FT-1051 10 'exthr 8 oz. 
FT-1052 12 Ye x'"A2 13 oz. 
FT-1053 14 W%ax%/2 IIb. 402. 


Extra Slim Taper File (Three-cornered) 
No. Length Weight 
FT-1060 6 'h ox. 


Metal Ferruled File Handles 
Cannot Split 


No. Length Weight 
FT-1097 5 4ox. 
FT-1098 4, 3 oz. 


Curved Tooth Files 


No. Length Weight 
BT-1300 Flat File, 8 teeth per in. 14 8 oz. 
BT-1301 Flat File, 7 teeth per in. 14 8 oz. 
BT-1302 Shell File, 8 teeth per in. 14 8 oz. 


Wood File Holder 
No. Weight 
8T-1350 6 ox. 


Blackhawk roors 


HIGH SPEED HACK SAW BLADES 
Use this Molybdenum Alloy Blade for cutting nickel 
high carbon steel and other tough alloys. Its wearing 
and cutting qualities will prove to be the most economi- 
cal Blade to use for every purpose. 


Teeth Std 

No Length Width Thickness Per Inch Pkg Weight 
FT-1100 Wo" A" 2B a. 10 * be 
FT-1101 10" "Al 4025: 34 10): chee 
FT-1102 lo. we 025-32 10. 402 
FT-1103 a 025 18 10 box 
FT-1104 12)" 025 24 10 bor 
FT-1105 ta ge 025 32: «10S Boz 


Flexible Hack Saw Blades 
Where cutting is to be done on surfaces which are not 
extremely hard, it is sometimes advisable to use the 
less expensive Tungsten Alloy Blade. 


leeth 91a 

No Length Width Thickness Perinch Pkq. | Weight 
FT-1120 10" Y"" 025 18 10 4 or 
FT-1121 10" /"" 025 24, 10 402 
FT-1122 10" ar 025 32 10 4 ox 
FT-1123 12° 2 025 18 10 5 oz. 
FT-1124 La /," 025 24 10 5 oz, 
FT-1125 hee /2" 025 32 10 5S oz 


Hack Saw Frames 
No. Weight 
FT-1202 Patented forged one piece end and | Ib, 6 oz. 
stud. Has no welded clips to break 
off, or pins to come loose. Adjust- 
able for 8” to 12” blades. 


Screw Extractors 
To operate drill a shallow hole in stud as shown in 
table below, then start Extractor. Sharp flutes of Ex- 
tractor bite into stud. It is easily removed with wrench. 


No, For Stud, Dia, Use Drill Size Drill Depth Weight 
DT-2600 % and Up he Sie 2 07. 
DT-2601 ‘2 to % % She 2 o2. 
DT-2602 74 to ‘2 Ne Ya 2 o2. 
DT-2603 % to "es “a Yq | oz. 
DT-2604 ‘/% to % Me Ye 1 oz. 
DT-2605 = s to Ss Sha MA | oz. 
DT-55 6 Pc. Set in Plastic Case 12 02. 


Stud Wrench 
Tool is only 2” in diameter and is not eccentric which 
means you can work on studs only 1” apart. This lets 
stud go clear through the stud Wrench so that it can 
be used on any length stud. 
Capacity Weight 


No. 
ZT-1150 Ye to 2" IIb. 
Scratch Awl 


There are many uses for your Scratch Awl such as: ac- 
curate marking, aligning, piercing sheet metal ‘and en- 
larging holes. 

No. Length Weight 
CT-1701 8," loz. 


Cotter Pin Extractor 
Remove cotter pins on brake assemblies, connecting 
rods, or remove grommets or lock rings with just a 
simple twist of the wrist. 
No, Weight 
CT-1710 | oz. 


\ FT-1100 
TO 
\ FT.4105 


FLO 
s 


to \ 


FT.1125 


DT-2600 


IGNITION TOOLS 
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SS 1/2" Distributor Wrench 

Specially designed timing wrench for those “hard to get 

at” distributor clamp studs. Fits Ford, Mercury, Cadil- 
lac, Studebaker, and all Chrysler products cars. 

No. Weight 

XT-1011 4o1. 


XT-1012 
9/16" Distributor Wrench 


Timing wrench for Chevrolet, Buick, Pontiac and 


Oldsmobile. 
No. Weight 
XT-1012 5 o1. 


Carburetor Wrenches 
These are necessary tools in making carburetor adjust- 
ments. Each are made for special type of carburetor. 
Are slim for speed and efficiency. Have hot forged 


XT-I5E1 hi 
XT-1512 Opening: 
y No. Length Weight 
XT-1511 Stromberg Carburetor Jet 22" 8 oz. 
bs 
No. Length Weight 
XT-1512 Carter Carburetor Jet i 8 oz. 
XT-1010 Wrench. 


Point Bender 
Universal Point aligning tool designed to handle all 
makes including Ford except heavy duty Delco sta- 
tionary points. 


No. Weight 
XT-1010 402. 


Starter Switch 


Completely shockproof and 41% feet long, this durable, 
rubber insulated Extension permits the mechanic to start 
the car engine while working under the hood or on a 
creeper — saves time and trouble by eliminating the 
need for a helper when testing compression, vacuum or 


fuel pump. 
ZT-1815 No. Length Weight 
ZT-1815 4\, feet 12 oz. 


Battery Lifters 


Its unique construction guarantees a firm grip automati- 
cally on any terminal post whether new or old. The 
strap is resistant to battery acids and it will give long 
and satisfactory service. The short Lifter is for the 
standard batteries in use on most cars. The long size 
is for the new 20” battery. 


No. Weight 
ZT-1601 Short Battery Lifter 42. 
ZT-1602 Long Battery Lifter 6 ox. 
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Soldering Irons 
Originally designed to meet the needs of aircraft build- 
ers, they give you the finest features available in elec- 
tric soldering irons. Cord is heavy duty 10 feet long 
with plug. For 110-120 volts. AC or DC service . 


No. This unit is thermostatically con- Weight 
ET-2006 _ trolled so that it has a uniform V Ib. 
heat. Y%" tip. 225 watts, 


Audiscope 

This revolutionary new mechanical trouble shooter 
works on the same principle as the doctor's stethoscope. 
Now available for general automobile work where it 
has saved countless hours and produces better jobs. By 
tracing and locating the source of the sound you elimi- 
nate all guessing and get right to the seat of the trouble, 

No. Weight 
ET-3010 8 oz. 

Electric Tester 

Locating breaks and shorts in electric circuits 1s always 
a time consuming job that does not pay big returns. 
Simply attaching ground clip to car and with needle 
point, test the circuit. If circuit is OK, bright light glows 
in plastic handle of Tester. Point is sharp enough to 
push through insulation of cable. Use Tester on bat- 
teries, ignition timing, ground circuits of lamps, switches, 
head, tail, stop and dome lights, starter coils or any 
place that you are looking for electrical trouble. Can 
also be used on radio and similar circuits. Complete 
with four foot lead wire and insulated spring grounding 


clip. 

No. Weight 
ET-3000 4or. 
ET-1300-1 Bulb only 


POPULAR IGNITION TOOL SETS 


Here are 2 handy Ignition Kits for general use. 
Packed in fibre box. 


No. EW-23 Ignition Set 
Ne. tiption 
MT-1041 New Ignition Feeler Gauge 
PT-1251 Ignition Pliers 


H-10 Open End Wrench "6" x 7/2" 
H-12 Open Bnd Wrench 4" x %2" 
H-14 Open End Wrench “ig” x V2" 
H-16 Open End Wrench %" x As" 
H-18 Open End Wrench '¥2" x '%2"" 
4725 Open End Wrench "Ag" x 2" 


ST-1214 Spark Plug Testing Screw Driver 
FT-1001 Contact File 

| ET-3000 Electric Tester 

Weight—| Ib. 7 oz. 


No. EW-45 Ignition Set 


Description 
XT-101 Point Bender 
XT-1011 ‘2 Distributor Wrench 
XT-1012 ie" Distributor Wrench 
MT-1055 Feeler Gauge 
PT-1251 Ignition Burs 
eight—2 Ibs. 
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HIGH SPEED DRILLS 


HIGH SPEED DRILL SETS 
No. DT-10 — 29 Piece Drill Set 


The complete assortment for professional mechanics. 
Contains every size from As” to 2” by 64ths. Packed 
in metal Huot Index Container. 


Weight 


No, 
DT-10 3 Ibs. 8 o7. 


No. DT-12 — 13 Piece Drill Set 


Ideal for the smaller repair shop. Contains 13 drills 
from “is” to 4%” by 64th. Packed in metal Huot Index 
Container. 


7 oz. 


No. 
DT-12 Weight 
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HIGH SPEED DRILLS 
Straight Shank 


These famous Blackhawk Drills, constructed for all 
purpose work, are ideal for Garages, Aviation Mainte- 
nance Depots, Machine Shops, etc. 


Manufactured from the highest grade of Alloyed High 
Speed Steel obtainable, Blackhawk Drills continue to 
cut accurately and true at frictional heat temperatures 
up to 1200°. 
Packed: '/4” to %2”. ten in a package. 

'%a” to 2”, five in a package. 


No. Diam. No. Diam. 
DT-1004 “ee DT-1019 —'%a" 
DT-1005 Sha" DT-1020 te 
DT-1006 Ya2"' DT-1021 21/4" 
DT-1007 ha" DT-1022)''h2" 
DT-1008 %" DT-1023 7%" 
DT-1009 Ya" DT-1024 " 
DT-1010 ha" DT-1025 25/44" 
DT-1011—''/a"" DT-1026 = '%2" 
DT-1012 Ye" DT-1027 77/4" 
DT-1013 '%4" DT-1028 "Ae 
DT-1014 "ha" DT-1029) 7%" 
DT-1015 —'%." DT-1030 == '%2" 
DT-1016 Ya" DT-1031 9%" 
DT-1017)—'%a" DT-1032 A" 


DT-1018 Yao" 


DT-12 SET 


These Taps and Dies are made of the highest quality 
carbon alloy steel. All dies are double hex, either 54” 
or 1” enabling the mechanic to use them with a 
wrench or socket to reach inaccessible spots. 


CARBON HAND TAPS 


Weight 
Part Number Tap Size Per Doz. 
DT-1101* 4x 36 3 o7. 
DT-1102 4x40 3 oz. 
DT-1103 5x40 3 ox. 
DT-1104 * 6x32 3 oz. 
DT-1105 * 8 x 32 4 oz. 
DT-1106* 10 x 24 5 oz. 
DT-1107* 10x 32 Sox. 
OT-1108* 12x24 60x. 
DT-1109 14x20 7 07. 
DT-1201 Mg x 24 Soz. 
DT-1202 * Y% x20 6 oz. 
DT-1203 * Hex 18 8 or 
DT-1204 * %x 16 12 oz. 
DT-1205 * Kex 4 18 oz. 
DT-1206 * Yq x13 24 oz. 
DT-1207 * Vy x 28 6 oz. 
DT-1208 * Hq x 24 8 oz. 
DT-1209 * Y x 24 12 oz. 
DT-1210 * Kg x 20 18 oz. 
DT-1211 * Yq x 20 24 or. 
DT-1301 * Yq Pipe 12 oz. 
DT-1302 % Pipe 24 oz. 

TOOLS 

Weight 
Part Number Item Per Doz. 
DT-1501 * Die Stock 4% Ibs. 
DT-1502 * Die Stock 7 Ibs. 
DT-1601 T Tap Wrench 1% Ibs. 
DT-1602 * T Tap Wrench 3 Ibs. 
DT-1603 * T Tap Wrench 5 Ibs. 
DT-1604 Top and Reamer 4%, Ibs. 
DT-1605 * Wrench 5 Ibs, 

DOUBLE HEX DIES 

Weight 
Part Number Die Size Per Doz. 
DT-2101 * 4x36 4 oz. 
DT-2102 4x40 4oz. 
DT-2103 5x40 4 ox. 
DT-2104 * 6x32 4 oz 
DT-2105 * 8x 32 4oz. 
DT-2106 * 10x 24 4 ox 
DT-2197 * 10 x 32 4 oz. 
DT-2108 * 12 x 24 4oz. 
DT-2109 14 x 20 4 or. 
DT-2201 Hy x 24 12 oz 
DT-2202 * Yq x 20 12 oz, 
DT-2203 * Nex 18 12 oz. 
DT-2204 * % x16 12 oz. 
DT-2205 * Ken ld 12 of 
DT-2206 * Vy x13 1202. 
DT-2207 * ‘Y x28 12 of. 
DT-2208 * Hg x 24 12 oz. 
DT-2209 * yx 24 12 oz. 
DT-2210* Kx 20 12 oz. 
DT-2211 * Ya x20 12 oz. 
DT-2301 * Yp Pipe 10 oz. 
DT-2302 Y Pipe 10 oz. 


PROFESSIONAL MECHANIC 
TAP AND DIE SET 


This Professional Mechanic Set of taps and dies is 
conveniently packaged in an unbreakable, compact, 
plastic case. There is a separate compartment for each 
of the 41 tools. Set contains: one each of the above 
items that are starred (*) plus 14 leaf screw pitch 
gauge and screwdriver. 


No. Type of Die Weight 
DT-2341 Solid Double Hex 4 Ibs. 


OT-1501 


DT-1502 


DT-1601 
DT-1602 
DT-1603 


OT-2101 
to DT-2211 


DT-2341 


WIRE BRUSHES 


ZT-1310 


ZT-1312 


Blackhaurk to0o® 


SPECIAL WIRE BRUSHES 
The professional mechanic is not concerned with the 
price of Wire Brushes because he buys them as he 
would buy a tool to do a special job. These Wire 
Brushes cost more because they produce more work 
and they are appreciated by experienced operators, 


Tire and Rim Brush 
A sturdily made Brush with 19 rows, 3 wide, firmly 
secured in the wooden block. Because the wires are 
1% long, they will give excellent service. 


No. Length Weight 
ZT-1310 14" Tox. 


Heavy Duty Brush and Scraper 


Has 17 rows, 4 wide, which insure fast work on large 
surfaces. Wires, 17/4” long. Wide hardened steel scraper 
attached. Unequalled for removing rust, dirt, grease 
and paint. 
Length Block 
No. Overall Weight 
ZT-1312 to" 8 oz. 


Carbon Cleaning End Brush 
The heavy, wear-resisting crimped wire thoroughly and 
quickly removes hard carbon deposits from cylinder 
heads, blocks, tops of pistons, valve ports, etc. in a frac- 
tion of the time required by hand cleaning. For use on 
electric drills, pneumatic tools and flexible shafts. 
Length of wire out of cup, 1”. Packed individually. 


Diameter Diameter 
No. Face Shank Weight 
ZT-1301 a Ya" 8 ox. 


Heavy Duty Knot End Cleaning Brush 
Specially drawn wire forms heavy-duty knot ends, 
matched for true balance. Extra cutting points speed up 
cleaning of carbon, scale, rust, burrs, and paint. Espe- 
cially useful in corners, around studs, or in pockets 
Packed individually. 


Diameter 
No. Shank Weight 
ZT-1300 Ma" 8 oz. 


Heavy Duty Wire Wheels 


Widely used with portable tools and bench grinders for 
removing carbon, paint, rust and scale. Also for rough- 
ing up tires and tubes prior to vulcanizing. The count- 
less special cleaning operations in the Automotive Field 
demand brushes which are outstanding. These Brushes 
are made from thousands of strands of tough, wear- 
resisting wire, encased between two steel plates, insur- 
ing a densely filled, even brushing surface. The Brushes 
are. evenly trimmed and exactly balanced to produce 
efficient operation. 


Arbor hole is adjusted to shaft by simply slipping into 
the standard opening of the Wheel the pair of sturdy 
Adapters which is furnished with each Brush. 


Width of Arbor 
No. Diemeter Face Hole Weight 
ZT-1303 4" i" ys" 12 ox. 


ZT-1305 6" ac A" | Ib. 8 or. 


Blackhawk TOOLS 


Thread Restorer Files 
Restores damaged or rusted threads on bolts, studs 
or shafts. Does not remove metal from undamaged 
threads. Each File surface plainly stamped with thread 
size. Each tool has 8 thread sizes on it. 


No. Length Weight 
FT-1071 Thread Restorer File for 11, 10" 402. 
12, 13, 14, 16, 18, 20 and 
24 threads per inch 
FT-1072 Thread Restorer File for 9,10, 10" 4 oz. 


12, 16, 20, 27, 28 and 30 
threads per inch. 


Universal Outside Thread Chaser 


A time saver that will restore battered and damaged 
threads on axle housings, axle shafts, cages and similar 
units without removing them from the vehicle or as- 
sembly. Works on units from 114" to 5” outside diame- 
ter. Has 6 individual dies. Two of them have four cut- 
ting edges for 8, 10, 12 and 14 threads per inch and 
the other has 16, 18, 20 and 24 threads per inch. The 
four two sided dies are for 11-11%, 4-5, 6-7, and 
7-9 threads per inch. Thread Chaser complete with 
6 dies as listed above 
No. Weight 
DT-2661 3 lb. 402. 
Rethreader Die Kits 


Restore damaged threads with these Rethreader Dies. 
They are no bigger than an ordinary nut and you can 
use your regular Blackhawk wrench to operate them. 


No. Weight 
DT-98 Rethreader Die Kit with 7 different 401. 
dies in these sizes: 4-20, 6-18, 

Ya-16, “e-14, Y2-13, 4-11, %-10. 
No. Weight 
DT-99 Rethreader Die Kit with 8 different 4. 


dies in these sizes: 44-28, %s-24, 
Me-24, "ho-20, 2-20, Vis-18, 48-18, 
%4-16. 


Spark Plug Thread Chasers 
These two Spark Plug Hole Thread Chasers cover all 
the popular spark plug size openings, insuring tightly 
seated plugs and accurate torque wrench readings. 
No, Weight 
DT-2655 Spark plug Thread Chaser with 2 ox. 
10mm. and |4mm. threads. 


27-1207 
ZT-1210 
ZT-1212 


THREAD RESTORERS 


auacKnAwe 


srrrennntitl 


OT-2655 


“Duck Bill" Tin Snips 


Made of high quality alloy steel forged and heat treated. 
Have thin blades for cutting straight edges, scrolls or 
intricate patterns with ease. Cutting blades are hand 
polished. 


No. Cutting Edge Length Weight 
ZT-1207 2 7! box. 
ZT-1210 2% 10" 12 oz. 
27-1212 3 12%" | Ib. 8 oz. 
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AND RIM TOOLS 


RT-1109 


Blackhawk 10s 


Four-Size Rim Wrench 
Has four popular size hex openings: '/e", 1", 1%" and 
1%e". Shank is 1” stock for strength 


No. Length Weight 
RT-1000 23" 11 Ib. 6 oz. 


Four-Size Rim Wrench 


Has four often used sizes of hex openings: 34”, 4%", 74” 
and !%,”. Shank is 54” diameter for strength. Sockets are 
deep broached for long bolts. 


No. Length Weight 
RT-1005 20/2" 4\b. 


Three-Size Rim Wrench 
The most popular size of rim bolt is 44” and therefore 
it gets the most use and wear. This Rim Wrench gives 
you two 34” hex openings in addition to the %” and 


Nes 


No. Length Weight 
RT-1006 20" 2 Ib. 11 oz. 


Truck and Bus Rim Wrenches 
Here you have 2 Rim Wrenches that will serve all popu- 


lar trucks and buses. Shanks are 74” diameter. Both are 
16%” long. 


No. Opening Weight 
RT-1001 1/6" and |" Hex. 4\b. 
RT-1004 2" and |e" Hex.; "6 Sq. 4b. 12 o2. 


Firestone and Wheel Lock Ring Remover 
Designed for easy removal of circular side rings on 
Firestone and other wheels. The tightest and most 
rusted ring is removed without fuss or bother. Made of 
extra high grade alloy steel—heat treated throughout 
for strength and subsequent light weight. Has satin 
finish with polished blades. 

No. Length Weight 
RT-1109 20" IIb. 11 oz. 


Curved Spoon Tire Iron 
Curved to provide greater leverage and clearance. Avoids 
injury to hands and speeds tire changing. Oval end is 
thin and wide. 
No. Length Weight 
RT-1114 15" | Ib. 8 o7. 


Straight Spoon Tire Iron 
Same as No. RT-1114 except that the thin wide oval 
end is flat. Works well in conjunction with RT-1114. 


No, Length Weight 
RT-1111 15" | Ib. 8 oz. 


TIRE AND LUBE TOOLS 


Blackhaurk TOOLS 


Tubeless Tire Bead Expander 
This completely safe, easy-to-use Bead Expander per- 
mits inflation of tubeless tires in a matter of seconds. \ 
Simply secure Expander around tire tread as shown, NR-212B 
inflate Expander until tire beads are in position against 
the rim, and then inflate the tire. 


Expander consists of a tough nylon cover over a pliable 
neoprene rubber tube—contains no steel bands to break 
or snap and folds to store easily in a minimum of space 
Constructed to withstand air pressure up to 200 pounds 
and to resist acids, grease and solvents, this Expander 
will give long, useful service and is indispensable in the 
modern shop. 


No. Length Weight 
NR-212B 7'; feet I lb. 8 ox. 


Grease Fitting Tool 

Designed to remove and replace all types of grease fit- 
tings. Has a spiral end to remove broken fittings and a 
“s"pipe tap to rethread broken threads. Provided with 
suitable slots for handling special fittings. Made of high 
grade steel, heat treated, tempered and hardened. Body 
is nickel plated. 

No. Weight qr 
ZT-1517 2 on. 


Grease Fitting Tool for New Type Fittings 


Specially designed for new type 44” x 28 thread fittings Aa 

that are now used on all late model cars. Has spiral end be 

to remove broken fittings and 4” x 28 tap to rethread 27-1817 f 

broken threads. Made of high grade steel, heat treated ae iw 
and tempered. Body is nickel plated. | See 


yoy 
No. Weight Pista 
ZT-1519 loz. o. 


“Multi-Plug" Wrench 


Single piece construction. Fits practically all female 
plugs on every car. Forged of special steel and heat 
treated — cadmium finish. Wrench, plug sizes: ‘4’, \ 


"haa", a", hel”, V2", Ne", Ye” square, '%2” square and 
screwdriver slot 

No, Length Weight 
152 8" 12 on. 


Drain Plug Wrench 


Will take care of most of the drain plugs on today’s 
and yesterday's cars and trucks. Has %4”, 7”, '/e”, 
1”, 1%”, and 2” Hex openings. Also "Ae” and 6” 
double square openings. 


No. Length Weight 
RT-1300 11%" Ye Ib. 
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BRAKE SERVICE TOOLS 


Blackhawk too 


Hydraulic Brake Clip 

This tool instantly adjusts to any size brake cylinder on 
all cars. Squeeze the clip and let it come back on the 
cylinder before removing shoe. Tension applied by the 
clip will keep pistons in position preventing oil leakage 
and accidental displacement of parts. You save time by 
clipping one on each cylinder and leaving it in position 
until brakes are ready for re-assembly. 
Set of four Hydraulic Brake Clips. 

No. Weight 
ZT-1001 12 07. 


AI-108t Chevrolet Brake Shoe Tool 


This amazing tool enables you to do your Chevrolet 
Brake Shoe work easily and quickly! Tool hooks over 
the embossed section of the shoe. Locks into position 
and leaves hands free to remove or install the lock 
washer that secures the friction pin in linkage. Cut 
hours of troublesome work to minutes with this tool— 
and save useless trips to the bench vise. 

No. Weight 
ZT-1002 4or. 


ZT-1002 


Bendix Brake Spring Tool 
This tool works on Bendix and all other brakes having 
the spring hooked onto the pin. Socket end is slipped 
over pin and turned until grooved lip receives spring. 
Continuing the turning of the Brake Spring Tool re- 
moves the spring with little effort. To replace spring, 
opposite end of the Tool is hooked onto the post with 
end of spring riding tool shaft. Raising the socket end 
of the Tool tenses the spring and it slides down the 


Tool onto the post. 
Ne. Weight 
ZT-1003 202. 
Brake Tools 
ZT-1005 These Brake Tools are forged of tough alloy steel 
Angles on the Spoons are at the correct pitch to assure 


proper performance 


No Width of Blades Length Weight 
ZT-1005 m Th" 4oz 
Brake Spoons 
No. Length Weight 
ZT-1006 ZT-1006 Small Brake Spoon for late 6" 2oz 


model Chevrolet cars and 
others similarly equipped with 
narrow brake slots. 
No. Length Weight 
ZT-1008 Large Brake Spoon for adjust- 8'2" 3 oz. 
ing the star nut on two-shoe 
Bendix Brakes and other 
models. 


ZT-1003 


ZT-1008 
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Utility Brake Wrench 
This Wrench is especially valuable because it has a very 
thin blade. It gets in to make adjustments on many 
brakes where other tools will not reach 


No. Site Blade Length Weight 
ZT-1007 "" i 5 oz. 


Spring Compressor 

With the Brake Spring Compressor you can remove 
brake shoe hold-downs in seconds with complete safety. 
Place tapered end of Tool on steel cup. Hold end of 
pin with finger on opposite side on rear of back-up 
plate. Push in on tool until arrow head of pin is un- 
covered and give one quarter turn. Cup comes off 
spring easily and without danger to your fingers. 

No. Weight 
ZT-1010 402. 


2-in-1 Brake Tool 

This useful Brake Tool removes and installs wheel cyl- 
inder pistons and cups while cylinders are on or off 
wheels. Operation is quick, easy and safe. Tool elimi- 
nates disconnecting brake lines to blow out pistons and 
cups—does not pinch or otherwise damage cups dur- 
ing installation. For all 1946-56 Chrysler, DeSoto, 
Dodge, Plymouth—Eis, Mopar, Tru-Torque, Wagner 
and United pistons. Especially adapted for use on front 
wheels. 


No, Length Weight 
ZT-2020 Th" 4 ox. 


Brake-Shoe Spring Tool 
56-60 Chrysler - DeSoto 
57-60 Plymouth - Dodge 
A swift, safe and easy way to remove and install Lock- 
heed Brake-Shoe return springs is insured with the 
Blackhawk ZT-1011. Also, possible injury from springs 
flying off is eliminated. 
No. Length Weight 
ZT-1011 7%” 4 07. 


Brake Cylinder Resurfacing Tool 


A fast and convenient tool with wide range, flexible, joint 
drive, and adjustable cutting tension. An all-purpose 
280-grit hone designed for brake cylinder and recom- 
mended for resurfacing of small engines, up to 214” bore 
— lawnmowers, power saws, outboard motors. Offers 
fast, easy cutting with high or low-speed drills. Capacity 
is 34” to 214” diameter. 

No, Description Weight 


ZT-2195 Brake Cylinder Hone 8 oz. 
ZT-2195-1 Set of 3 Replacement Stones 


BRAKE SERVICE TOOLS 


ZT-1010 


ZT-2020 


eS 
qe 
ZT-1011 


TO REMOVE RETURN SPRING: Use 
flanged end to disengage spring. 


(Shoulder above 
taper prevents 
spring sliding up > 
tool) 


TO REPLACE RETURN SPRING: Use 
tapered end as a lever. 


27-2195 


BUSHING REMOVERS 


Blackhawk 1001.® 


BUSHING REMOVER AND REPLACING SET 


Drives bushings from all passenger cars, buses and a 
large percentage of trucks and tractors. This is a practi- 
cal set designed to meet the demands of the up-to-date 


garage. 
Drivers Included 
Number Inside Diameter Outside Diameter 
21-2847 mt The" 
ZT-2848 fa" hee 
27-2849 he My" 
ZT-2851 My" 4" 
21-2853 Ma" Whe 
#ZT-2853A Mu — A ama” 
21-2854 A 4" 
2T-2855 he! he" 
#* ZT-2856 ha" — Yh" fq" 1h" 
27-2857 14" 15h" 
e+e 27-2858 S54" 9" Oy" — 1" 
21-2859 15h" ier" 
27-2860 1" WA" 
27-2861 We" he" 
ZT-2862 Ye" Wha" 
27-2862 Ihe" Wha 
ZT-2863 7g 1%" 
Ae 27-2864 No. | driver (small) 
27-2865 Na.2ideivee tnnedltars) 
ZT-2866 No: 3idtiver llorge) 
ZT-2867 No. | and 2 driver nut 
ZT-2868 No. 3 driver nut 


*Will drive Chev. 6 water pump bushing. 
**Will drive Chev. 6 king bolt bushing. 
***Will drive Chev. 6 king bolt bushing (knee action type) and 


- Chev. 6 piston pin bushing, size .866”. 
Set Number Size of Box Wot. 
27-2875 Ts" x AY x" 4 lbs. 5 oz. 


PRECISION PILOT REAMERS 


You must see this Set to appreciate its great advan- 
tages in reaming King Bolt, Spring Shackle, Pitman Arm, 
Piston Pin, Water Pump and Tie Rod Bushings. The Set 
includes the following sizes: 


Number Sire Number Sire 

27-3015 ‘Vs"to 4" $ZT-3019 .915"to 1” 
*ZT-3016 -730" to "V/s §ZT-3020 .985” to I's” 
27-3017. "Vis" to 7h” ZT-3021 Iie" to 1" 


+ ZT-3018 -860" to Sy” 


* ZT-3016reams Chev. 6 King Bolt Bushing, size .735”. 
+ ZT-3018reams Chev. 6 Piston Pin Bushing, size .866”, 
$ ZT-3019 reams Chev. 6 Truck King Bolt Bushing, size .922”. 
§ ZT-3020reams Chev. 6 Piston Pin Bushing, size .991”. 


T. 30) 7 Set, No. Size of Box Wet. 
ay 21-3007 12" x 8” x 1Y4" 12 Ibs. 
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DE-GLAZING TOOL 


This is the newest in de-glazing tools and consists of 
two cutting stones and one felt wiper. This combination 
acts faster and lasts longer because of the automatic oil- 
ing and bore cleaning by the felt. The compound arm 
curvature permits use of just one adjusting nut without 
collars to handle every size bore from 2” to 7” diameter 
with an extremely strong drive arrangement. Can be 


driven with an 14” to 5” electric drill. 


No. Description 
ZT-2190 Tool Complete 
ZT-2190-1 2 220 Grit Stones, | Felt Pad 
ZT-2190-2 2 400 Grit Stones, | Felt Pad 


ADJUSTABLE HONES 
CF-60C AND CF-60CS 


Adjustable to the tension wanted for the speed of cut- 
ting and wall finish you want. 


ZT-2192 Specifications — Adjustable abrasive stone 
hone. Capacity is 2” to 514” diameter Cylinders. Med. 
grit stones 3” long (2 with set) and 1 oil wiper pad. 


ZT-2192-1 — Set of two 3” stones, medium grit, and one 
felt wiper pad. 


ZT-2192-2 — Same, except fine grit. 
NOTE: CF-61-12S or 14S replacement stones may be used 


CYLINDER RIDGE REAMER 


At last a Ridge Reamer engineered to work perfectly 
on all type cylinders — angle block, short stroke; con- 
ventional; 3” to 5” range — WITHOUT READJUST- 
MENT. All of the ridge is removed at a single setting. 


The full floating carbide cutter will retain a “sharp as 
new” quality indefinitely. 

Range Weight 
ZT-2175 3” -5” 2 Ibs. 10 ozs. 
ZT-2175-1 Carbide Cutter ‘ ox. 


CYLINDER RIDGE REAMER SET 


This Cylinder Ridge Reamer Set removes the unworn 
ridge from the cylinders of all cars with bores from 
2% 6" to 47%", which includes the Ford V-8. 


Parts Included: 


ZT-2173-1 Set of three short blades, Weight 
size 2%" to 3%” 6 oz. 
ZT-2173-2 Set of three long blades, 
size 3%” to 4%” 10 oz. 
Set No. Size of Box Weight 


27-2173, 5'2” x4" x3'h” 4 Ibs. 10 oz. 


DE-GLAZING TOOLS 


21-2175 


VALVE SERVICE TOOLS 
Blackhaurk 100% 


C Type Valve Lifter 


A tool for compressing valve springs that leaves both 
hands free for key removal. Has 8 to 1 leverage for 
compressing the toughest spring with ease. Is held in 
locked position by ring lock. Recommended for all 
valve-in-head engines and L-head engines. Designed to 
be used with No. VT-1054 Tapered Split Lock Inserter. 
Takes springs from 1” to 242” in diameter. Equipped 
with No. VT-1051 Offset Jaws. No. VT-1050 Straight 
Jaws and No. VT-1052 Large Straight Jaws 


No. Size Weight 
VT-10 Wa" 104" Tlb. 


Heavy Duty C Type Valve Lifter 


Designed and built on the same principle as the one 
above. Especially useful on heavy duty work such as 
tractors, trucks, buses and marine and diesel engines 
Takes springs from 1” to 242” in diameter. Equipped 
with No. VT-1051 Offset Jaws, No. VT-1050 Straight 


Jaws and No. VT-1052 Large Straight Jaws (Illus- 
NEA YTMOSE | VE iOst trated above with VT-10). 


No. Size Weight 
VT-11 10'%2"x12" 9 lb. 8 o2. 


Valve Lifter For V-8 Overhead Valve Engines 


For easy one-man valve work on the new high compres- 
sion car and truck engines with V-8 block and overhead 
valving without removing the exhaust manifold for 
clearance, Compresses the new extra stiff springs without 
undue effort or dangerous flexing of the tool frame. Pin 
operated fine adjusting screw gives fast and easy control 
of spring compression. A beautifully balanced, easy 
handling lifter. Jaws furnished on tool have extra wrap- 
around for safety, fit 1” to 2” dia. springs. 

No. Size Weight 
VT-15 8. "x7" 6 lbs. 


Special Adaptor 


Designed for use on Cadillac cars and Minneapolis- 
Moline tractors. For use with No. VT-10 equipped with 
No. VT-1050 Straight Jaws and No. VT-1054 Lock 
Inserter listed below. 


No. Weight 
VT-1053 407. 


Tapered Split Lock inserter 


For use on Chrysler, DeSoto, Dodge, Plymouth, Olds- 
mobile, Pontiac, Packard, Kaiser-Frazer, International 
Truck, Ford 6, Ford V-8, Mercury, Lincoln (1949) 
zueson and all other motors using the valve stem split 
lock, 


No. Weight 
VT-1054 402. 


Blackhawk TOOLS 


Hydraulic Valve Lifter Remover 


For Buick and Chevrolet 
These trouble-saving mechanic’s Tools make it easy to 
remove Buick and Chevrolet valve lifters. They reach 
down into the engine block. extracting lifters quickly 
and easily from the top, eliminating any need to drop 
the bottom pan even when lifters ure stuck fast by gum 
and varnish deposits. 


No, Weight 

VT-1116 Hydraulic Valve Lifter Remover Set 15 oz, 
Includes: 

VT-1116B Buick Adapter 202. 

VT-1116C Chevrolet Adapter 2 07. 

VT-1116H Handle and Cross Bar— 10 o2. 


Fits Both Adapters 


Ford V-8 and Mercury Valve Lifter 


Do two jobs with this tool, it is dual purpose and thus 
you save money. Insert fork under valve guide, pull up- 
ward and remove horse shoe lock. Reverse tool, push 
down on handle and guide blocks come out. Forged of 
tough alloy steel. properly hardened and tempered. 
No. Length Weight 
VT-1003 24" | Ib. 15 oz. 


Valve Guide Cleaner 

Use this Cleaner to remove carbon, gum and scale from 
valve guide holes, The flat spring-steel blades have ex- 
ceptional cutting action and do the work in seconds. 
Cleaner works best in '4” electric drill, Blades are ad- 
justable from %” to Sx” by moving adjusting nut 

No. Length Weight 
VT-1100 8% 2 on. 


Valve Tappet Adjusting Tool 

An amazing tool that cuts time in half in adjusting the 
tappets in all valve-in-head engines. Outmodes all simi- 
lar tools in that it has a scale and pointer so that you 
can set the adjusting screw to the desired clearance. All 
guess work is eliminated—all adjustments are uniform 
and accurate. Worn and pitted rocker arms can be ad- 
justed to operate quietly because the gap clearance is 
not determined by the feeler blade. If desired. can be 
used as ordinary adjuster—just disregard the scale 
Made of strong. special alloy with high grade steel blade 
Length Weight 

8" Tow 


No. 
VT-1103 


Stubby Valve Lifter 


Little “Stubby” is the time and temper saver for fast, 
efficient work. For use on all L-head motors with 
straight valve stems except the Ford V-8, Mercury and 
Lincoln. 


No. Length Weight 
VT-1002 M4" 1b. 5 oz. 


SERVICE TOOLS 


Va 


VT-1116 


VT-1003 


VT-1103 


eat VT-1102 
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PISTON 


ZT-1252 
71-1253 


21-1260 
27-1261 


ZT.1149 


ZT.100049 


Blackhaurk too@ 


Midget Piston Ring Compressor 
Made specially for foreign cars, small Briggs & Stratton 
type gas engines such as used on power mowers, diesel 
starters, refrigerators and bikes. Has 2” compression 
sleeve. 


No. Capacity Weight 
ZT-1251 1'4" to 3" 42. 


Master Piston Ring Compressors 
Two models are available, one for passenger cars and 
the other for trucks and tractors. Have 32” compres- 
sion band, two tension. bands to eliminate flare out at 
bottom when rings leave compressor. Edges are beaded 
so that compressor cannot enter cylinder with piston 
The self-locking, heavy duty ratchet pawl is oil tem- 
pered spring steel with hardened teeth. 

No, Capacity Weight 
ZT-1252 = For Ford, Chevrolet and 2/"'to5" 8 oz. 
other cars. 
ZT-1253 = For truck and tractor 3'2"to7" 12072. 
engines. 


Diesel Piston Ring Compressor 

It has a 612” high compression sleeve with four tension 
bands. Takes up to 7” diameter diesel, truck and tractor 
pistons, Handles job where the gap from top ring to 
skirt ring is more than 3”. The extreme height and 
added bands handle these larger jobs to perfection. 
Edges are beaded so that compressor cannot enter 
cylinder with piston. 

No. Capacity Weight 
ZT-1254 32" to7" | Ib. 8 oz. 


Piston Ring Groove Cleaner 


Scraper blades work at a uniform spring tension and 
the angle of the cutter provides a non-gouging, non- 
chattering action that gives a smooth, clean finish 


No, Weight 
ZT-1260 ‘For pistons up to 5”. Supplied 7 oz. 
with four wheels: 7/2, “a. ‘Az 

and %/5”. 
ZT-1261 For Cadillac, Oldsmobile and 7 ot. 


other pistons having '%«” groove. 
Has thinnerbent bar. Supplied 
with fourcutter wheels: one 4, 
one each %/2 is” and %2. 


Tube Flaring Tool 


The Blackhawk Flaring Tool gives a perfect flare be- 
cause the hardened cone point irons out the metal 
evenly and accurately with the proper taper. This means 
a perfect, tight joint. Takes seven tube sizes—plainly 
stamped on die 

No. Weight 
ZT-1120 = For Vs, %4, Vs, ¥%, Vs, ¥2 = 2 Ib. 2 0%, 

and %” tubes, 


Tube Cutter 


The best cutter for copper, brass, bronze or similar 
tubing from % to’ 1” diameter. Special alloy steel wheel 
is heat treated to cut quickly without burrs or tearing. 
Accurately machined and assembled. Reamer construct- 
ed to set flush against tool when not in use. Turns 90° 
for reaming. 

No. Weight 
ZT-1149 Tube Cutter with one wheel 8 oz. 
ZT-100049 Cutter wheel for No. ZT-1149 


Blackhaurk TOOLS 


Commutator Smoothie 

A resurfacing tool designed to smooth commutators of 
auto generators, starting motors and similar equipment. 
Has 842” plastic handle with 5 ‘16 x % x 11/16” Re- 
surfacer at each end—one polish grade, the other finish 
grade. Handle properly bent to get into motor frame. 
Handle and Resurfacers are non-conducting. 

No. Length Weight 
FT-1070 8!" loz 


Carbon Scrapers 
When you want to scrape carbon, old gaskets or any 
other material that refuses to come off, use one of these 
Scrapers. They work like magic. Blades are made of 
special alloy steel and given extra heat treatment for 
toughness and long wear. Edges are ground and sharp. 


No. Width Length Weight 
ZT-1110 2% 8" | oz. 
ZT-1111 1Y4"* 7%" 2 on. 
ZT-1112 me" Th" 3 oz. 


Flexible Carbon Scraper 

A specially designed tool for scraping carbon off of 
cylinder heads and valve ports. It has ten spring steel 
oil tempered fingers, fitted to the comfortably designed 
steel handle. The tension and flexibility of the fingers 
is controlled by a sliding steel band. 

No, Weight 
ZT-1100 3 ox. 


Steel Tape Rules 
Handy for all accurate measuring. Easily read black 
numerals on white face. Case is square, add two inches 
for inside measurements. Has rounded corners. 


No. Length 
MT-1106 o 
MT-1108 8 
MT-1110 10° 


Flexible Non-Magnetic Pick-Up Tool 
This Pick-Up Tool lifts small parts out of tiny corners 
where no other equipment can reach. The release grip. 
controlling magic fingers, easily operated with one hand. 
Used where magnetic tool is not desirable, 

No. Length Weight 
ZT-1180 15" 4ox. 


Magnetic Pick-Up Tools 
The Magnetic Pick-Up Tool is the perfect retriever! 
No matter where you drop that small part, the power- 
ful. permanent magnet will get it out. Head swivels a 
full 120° in either direction to get around corners. 
Completely nickel plated. Handles have easy-grip knurls 


Ne. Length Weight 
ZT-1190 as | ox. 
ZT-1197 18" [Flex Handle] 2 o1. 
ZT-1193 27" 402. 
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Ball Pein Hammers 
Blackhawk Ball Pein hammers are drop forged from 
only the finest steel. They are carefully heat treated 
throughout for uniform hardness which prevents chip- 
ping and assures long dependable service. 


Overall Extra 

No. Weight Length Handle 
HT-1002-1 40. 102 HT-1202-1 
HT-1003-1 8 or. 12 HT-1203-1 
HT-1004-1 12 on. 13 HT-1204-1 
HT-1005-1 1 Ib. 14 HT-1205-1 
HT-1006-1 1% Ib. 14, HT-1206-1 
HT-1007-1 1" Ib. 15 HT-1207-1 
HT-1008-1 2 Ib. 152 HT-1208-1 
HT-1009-1 2' Ib. 15% HT-1209-1 
HT-1010-1 3 Ib. 16’ HT-1210-1 


* Order replacement handles from above listing 


“No-Rebound" Hammers 


Blackhawk “No-Rebound” Hammers give you three 
outstanding features. Industrial nylon used in the faces 
is the toughest material known. All Blackhawk “No- 
Rebound” Hammer heads are loaded with shot, elimin- 
ating rebounds and reducing fatigue. 


Dia. of 
No. Face Weight 
HT-1180 1% 13 oz. 
HT-1181 I” | Ib. 4 oz. 
HT-1182 1% 2 Ib. 2 oz. 


Soft Face Hammers 


A new improved soft face hammer with threaded tips 
for easy replacement. The handle is molded in the plas- 
tic head and anchored with a pin. No need to worry 
about this head flying off the handle! 


Dia. of Extra Tips 
No. Face Weight Set of Two 
HT-1450 nh" bor. HT-1450T 
HT-1451 ee 7 oz. HT-1451T 
HT-1452 Ma" Il oz. HT-1452T 


Steel and Rubber Hammer 


A very popular and handy tool. especially on body and 
fender work 

No. Length Weight 
HT-1260 14" 2'/ Ibs. 
HT-1261 Extra Rubber Heads 


Rubber Mallet 


High grade live rubber head molded on the handle 
which has corrugated ridges to doubly secure head on 
handle. 

No. Length Weight 
HT-1255 15" 1% Ibs, 


Utility Hammer 


The Hammer that is short coupled to get into tight 
places such as below fenders without removing the 
wheel. Dinging head has medium crown face—pick 
end has 52” bullet end for driving up small dents on 
high crown panels. Excellent for extra thin gauge panels. 
Round face is 1%¢” dia. Pick end has %42” radius bul- 
let point and is 2” long. Head is 4” long. 


No. Weight 
BT-1150 9 o2. 


Blackhaurk TOOLS 


Dinging Hammer 

A basic hammer you need for lighter blows on low and 
medium crown panels. Has one square face with low 
crown and one round face with high crown. Round, 
high crown face is 114” dia. Square. low crown face is 
1%” square. Head is 4” long. 

No. Weight 
BT-1151 8 oz. 


Dinging Hammer 

A lighter Dinging Hammer that also has a lot of reach 
to get over obstructions. The square face lets you get 
into corners of mouldings and beads. Has one round 
face 14” dia. and one square face I'is” square. Head 
is 6” long. 

No. Weight 
BT-1152 I oz. 


Dinging Hammer 

A well balanced Hammer to use over obstructions 
where the shorter hammers cannot reach. Used in gen- 
eral bumping and dinging and on high crown panels. 
Has two round faces, one is 1%” dia., the other is 
1%” dia. Head is 6” long. 

No. Weight 
BT-1153 1202. 


Serrated Face Shrinking Hammer 
A well balanced Shrinking Hammer with one serrated 
round face and one plain square face. Excellent for 
rough bumping on high and low crown surfaces. Round, 
serrated face is 144” dia. Square face is plain and 1%” 
square. Head is 4” long. 


No. Weight 
BT-1154 10 oz. 


Magnetic Trimmer's Hammer 
Made of special steel that permits maximum magnetism 
The right Hammer for all upholstery work. Perfectly 
balanced and curved. Forged claw is screwed to handle. 
Head is 5%” long. 


No. Weight 
BT-1156 Il oz. 


Straight Finishing Hammer 
To get into that cramped place and over that’ brace, use 
this hammer. Has long reach. Has 2” point for driv- 
ing up dents in low crown and flat panels. Round ding- 
ing head has high crown. Round face is 144” dia. Point 
end has '/2” radius end and is 52” long. Head is 8” 
long. 


No. Weight 
BT-1157 11 oz. 


Hammer Handles 
Handles are all made of first grade, second growth 
white Hickory. Have perfect, comfortable grip. Lac- 
quered. Handles are 13” long for all Blackhawk Body 
Hammers. 


No, Length Weight 
HT-1219 13" | oz. 


BODY TOOLS 


BT-118! 


he 


= 
BT-1152 


BT-1153 


BT-1154 


if 
BT-1156 


ee 
HT-1219 OS, 


7 


Blackhaurk 100% 
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BT. 1265 


Toe Dolly 

Designed for use where space is limited such as low 
crown door panels, cowl and quarter panels. The Toe 
Dolly has two large working surfaces of low crown 
radius, and flat surface. A real time saver for hard-to- 
get-at places. 434” x 24” x 11s” 

No. Weight 
BT-1058 2% |b. 


Heel Dolly 


You turn out a lot of work with this Dolly because you 
use it in tight corners as well as for wide radii. Can 
also be used for shrinking metal in close places. 
34" x 2H" x Whe” 

No. Weight 
BT-1059 2% Ib. 


General Purpose Dolly 

The General Purpose Dolly is used more than all the 
others. The differently crowned working surfaces and 
the two flanging and beading lips conform to the con- 
tours of almost all bodies and fenders. It fits the hand 
comfortably. 27%” x 236” x 244” 

No. Weight 
BT-1060 2 Ib. 1402. 


Heavy Duty Rough-Out Dolly 
Designed for roughing-out fenders and for use on heavy 
gauge metal such as truck fenders. It is designed and 
balanced to fit the hand with just the right weight for 
solid blows. 356” x 3144" x 242” 

No. Weight 
BT-1070 3% Ib. 


Lock Clip Removal Tool 
Removes horseshoe spring clip that holds inside door 
and window handles on all new and old model General 
Motors cars. Highest grade alloy steel, heat treated, 
cadmium finished. 


No. Weight 
BT-1250 loz. 


Panel Cutter 


Removes a very thin slice from panel. Is easily guided 
and turns in short radius. Projecting top rides on panel 
to prevent slipping through. Made of alloy steel, drop 
forged. ¥%” stock. 


No. Length Weight 
BT-1265 10" 402. 


BODY TOOLS 
Plackhaurk TOOLS ; 


Chisel Bit Straight Pick Tools 


Where the clearance between the outer panel and inner 
panel is less than 2” these Chisel Picks should be used 
Twisting action, instead of prying action, gives best 
results. Forged of high quality alloy steel, heat treated 
for toughness and long wear. Has comfortable T handle 
as shown. 


No. Length Weight 
BT-1103 Short Chisel Bit Pick Tool, 16%" 1b. 2 oz. ‘ 
%" chisel BT.1103 
No. Length Weight / 
BT-1104 Long Chisel Bit Pick Tool, 20" | Ib. 12 02. ile 


1” chisel 


Long Curved Spoon 

When space is limited and you must get in to pry up 
dents, this Spoon will do it fast. Has plenty of power- 
ful, even leverage. You will use it on radiator shells, be- 
hind reinforcements on hood tops, behind the hinge 
anchors in doors and body pillars and behind the rein- 
forcements in the header panel. Should be in your 
tool kit. Face is 2” x 7”. 


BT.1004 


No. Length Weight 
BT-1004 102" 1" lb. 


Low Crown Dinging Spoon 

For panels that curve outward and for all flat surfaces 
as well, you cannot find a more useful Spoon than this 
one. It has plenty of reach to get into cramped places. 
It is a tough forging that will take everything you give 
it. Excellent for high, medium ‘and low crown panels. 
Face is 2” x 45/6”. 

No. Length Weight 
BT-1005 to" Boz. 


Solder Paddles 


Made of choice hard maple for long lasting, clog-free 
service. Treated with tallow to preserve 


BT-138) 


No. Weight 
BT-1380 Standard Solder Paddle, 4” x 1%” loz. 
No. Weight 
BT-1381 Bulldog Solder Paddle, 4” x 134”. 2 oz. 
No. Weight 
BT-1382 Valley Solder Paddle, round 5” x 1” | oz. 
No. Weight 
BT-1383 Long Solder Paddle, 6" x 1%” 202. 


BODY FILES AND HOLDERS 


SHOWN ON PAGE 52 BT.1383 B 


ET-1005 
to £1-1025 


ET-1105-1 
ET-1108-7 


PULLERS 


Blackhaurk 108s 


Two-Arm Pullers 

The Reversible Jaw type is especially applicable in the 
automotive field for removing bearings, small timing 
gears, pinions, and generator and magneto gears. The 
great advantage of these two units is that with them you 
actually have two Pullers in one since the jaws can be 
reversed. The Ne, ET-1007 has thin solid ends. The 
No. ET-1010 has a thin solid jaw on one end for getting 
into restricted places—the other jaw on this unit is 
slotted for hooking onto cap screws to remove gears 
and parts which have tapped holes. 


Max. Length Max. Width Capacity 


No. Reach Reach Tons Weight 
With Single Arms 
ET-1005 3% Oto4 - 12 oz. 
ET-1008 Sih Oto7 5 2lb. 202. 
ET-1011 Bh Oto 10 9 4 lb. 14 07. 
ET-1013 10 Oto 12 15 1Olb. 7 oz. 
ET-1014 15 Oto 14 15 12 lb. 15 oz. 
ET-1016 14 Oto 14 22-22 Ib. 12 oz. 
ET-1017 18 Oto lb 22 25\lb. 402. 
ET-1019 15% Oto lb 28 37|b. 402. 
ET-1020 22 0 to 20 28 = 42 lb. 11 oz. 
ET-1022 21% Oto 20 35 = 58lb. 302. 
ET-1023 28 Oto 26 35 65 |b. 
ET-1025 24 Oto 30 50 139lb. 8 oz. 
With Reversible Arms 

ET-1007 3% Otob 5 | Ib, 12 oz. 
ET-1010 5a Oto8 9 4\b. 402. 


Three Arm Pullers (Available In 2 Types) 


Made with single, short arms and also with Reversible 
Arms as illustrated. In the Reversible arm type you 
have two Pullers in one since the arms can be reversed. 
The No. ET-1105 has solid thin jaws at both ends. The 
No. ET-1108 has the solid thin jaw at one end and 
slotted jaws on the other. This allows the Puller to be 
used in tight places and also provide a means of hook- 
ing onto cap screws to remove gears and parts which 
have tapped holes. 


All Blackhawk Pullers are Interchangeable 
If you have a Two-Arm Puller you only need to get the 
three-way forged head and one arm assembly and you 
have a Three-Arm Puller. All parts of corresponding 
Pullers are interchangeable and thus you have the ad- 
vantages of both types. 


Max. Length Max. Width Capacity 


No. Reach Reach Tons Weight 
With single Arms 
ET-1106 5lh Oto8 6 3 |b. 
ET-1109 82 Oto 10 9 4b. 5 oz. 
ET-1111 10 Oto 12 15 14 |b. 9 oz. 
ET-1112 15 Oto 14 15 18 lb. 6 oz. 
ET-1114 14 Oto l4 22 32 Ib. 8 oz. 
ET-1115 18 Oto l6 22 36 Ib. 4 oz. 
ET-1117 152 Oto 16 28 52 lb. 
ET-1118 22 Oto 20 28 59 Ib. 8 oz. 
ET-1120 21h Oto 20 35 88 |b. 
ET-1121 28 Oto 26 35 93 Ib. 
EY-1123 24 Oto 30 50 175 |b. 
With Reversible Arms 

ET-1105-1 = 3 Otob 6 2\b. 7 oz. 
ET-1108-1 52 Oto8 9 5 lb..12 oz. 
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Pullers and Push-Pullers 
You get more use out of your Blackhawk Pullers and 
Push-Pullers with these Attachments. The thin, knife- 
like jaws of the Attachment is forced behind the gear 
or bearing where the jaws of the Pullers cannot be 
used. Six different sizes are available to match up with 
the corresponding Puller or Push-Puller. Thus you have 


complete units for use on all types of jobs. ET-1205 
t 
Use with fo Rte 
Use with Blackhawk t 
Reach Blackhawk Push-Pullers 


No. Min. Max, Width Pullers No. No. 
ET-1205 0 2% 2%  €T-1007,ET-1010 ET-1322 
ET-1207 0 4% 4%  ET-1010,ET-1013 ET-1305 
ET-1209 | 5% 6 ET-1013, ET-1016 ET-1310 
ET-1211 | 9 6 ET-1013, ET-1016 ET-1310% 


Blackhawk Bearing Cup 
Pulling Attachment 


The long, slim, tough legs of the Puller are hooked in 
back of the race. The adjusting screw is then tightened 
to form a solid hold on the race so that they cannot slip. 
Then by using one of your Blackhawk Push-Pullers, the 
race is pulled out in just a few seconds. 


ET-1055 
er i to ET-1059. 
Specifications of Bearing Cup 4 ; 
Pulling Attachment } 
Used with c ! 
Purh-Paller ASpread 8 Tapped Ne 
No. No. Min. Max. Reach Hole Weight 


ET-1055 ET-1305,ET-1310 I'2 6 4 %-18 4!lb. 
ET-1059 ET-1305,ET-1310 I 5 2% %-18 4 Ib. 


Blackhawk Push-Pullers 


Used to remove or replace bearings, gears, pinions, 
pulleys, wheels or bushings. The interchangeable legs 


EF-1305 . 


can be moved from side to side to accommodate any 
desired centers. Different length legs are available so to ET-1310 
that you have a tailor-made unit for your particular 
job. The legs are threaded on the ends as shown and ae 
can be used with such items as the tapped Puller At- 
tachments shown on page ‘74. 
Specifications of Blackhawk Push-Pullers 
No. No. of 
Complete Legs 
Unit Furnished A 8 c D E F 6 H Weight 
ET-1305 ET-1355 8/4 t% 2 Y2  *%-18 12 1 7 lb. 
ET-1310 ET-1368 132 2 3 % 1-14 13 2 -%-18 20 lb. 12 o7. 


* Pointed end threaded 54" SAE, 34" long, Balance of screw ¥%"-I6 thread. 


Specifications of Blackhawk Push-Puller Legs Available 


Catalogue No. of Legs ET-1355 ET-1368 
Used With Puller No. ET-1305 ET-1310 
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Blackhawk Pinion Shaft Puller 


On automobiles such as the Chevrolet and the Buick 
where the pinion shaft is removed through the back of 
the housing, it is always difficult to get at the pinion 
shaft and do the job quickly. This puller makes the job 
a cinch and does it in only a fraction of the time usually 
required. The Puller is quickly and easily applied. The 
formed legs grasp the pinion firmly. The leg blocks of 
the Puller rest against the housing and with just a few 
turns on the screw, the shaft is loosened. Can also be 
used for other applications. 

No. Weight 
ET-1074 7 lb. 8 oz. 
ET-1074C = Special jaws for later model Buicks. 


Gear and Fan Pulley Puller 
Although this versatile Puller was originally designed to 
remove the fan pulley on the Chevrolet car, it has many 
other uses. It works exceptionally well in pulling timing 
gears and other parts. The block is slotted which allows 
for a wide adjustment of the threaded legs. The screw 
is 1334” long to give exceptional reach. 

No. Weight 
ET-1322 2 |b. 4 oz. 
ET-100322 6''Forcing screw only. 


Steering Wheel Puller 
Any steering wheel that is tapped to take cap screws 
can be easily and quickly removed with this new Steer- 
ing Wheel Puller. Excellent too, for removing flanges, 
pulleys, etc. For use over a hollow shaft, a nipple is 

supplied to provide a base for the screw. 
No. Weight 
ET-1328 IIb. 


Pitman Arm and Ford Hub Puller 


A husky, powerful Puller designed specially for remov- 
ing truck Pitman arms. Can be used on almost all 
makes of trucks. Does double duty in that it can also 
be used as a Ford Hub Puller. As illustrated, two shaft 
protectors are furnished with the Puller so that the 
shaft will not be marked or damaged in any way. 

No. Weight 
ET-1077 5 lb. 


Shock Absorber Link Separator 
It’s always a tough job to separate shock absorber links 
and tie rod joints. Just insert the tapered wedge between 
the parts, hit the end of the tool with a hammer, and 
the part is off. 


No. Length Weight 
ZT-1550 12" 1 lb. 402. 


Pitman Arm Wedge 
This Blackhawk wedge replaces a number of compli- 
cated special tools usually used to remove Pitman arms 
on all passenger cars and many of the light trucks. 
Operation is simple: place the wedge between the parts 
to be removed. Hit end of tool with hammer and the 
part comes off 


No. Length Weight 
ZT-1551 mw" 2b. 
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Battery Terminal Puller 
This convenient Puller does the job easily without fuss 
or bother. As you tighten the hexagonal adjusting nut, 
the sharp jaws are forced under the cable connection. 
or into it, if necessary Turn the T handle and the ter- 
minal comes off 
No, Weight 
ET-1071 Yor. 
Simplified Battery Terminal Puller 
This drop forged, alloy steel, heat treated Puller is de- 
signed to pull the battery cable from the post without 
injury to cable or post. Slip jaws under terminal, turn 
handle and cable is loose. Jaws are wide enough and 
thin enough to handle majority of cars and trucks. 

No. Weight 
ET-1700 bor 
Pilot Bearing Puller 
Used to remove pilot bearings on motors, generators 
and magnetos. The hooked legs of the Puller are in- 
serted behind the bearing and are spread by screwing 
down the long, main screw. Screw is locked in place by 
hexagonal nut on top plate. This prevents slipping of 
the legs A few cracks of the sliding hammer and the 

bearing comes out. Jaw opening 2” to 11424” 

No. Weight 
ET-1068 3 |b. 15 oz, 

SLIDE HAMMER PULLER SET 

A universal Tool that is adapted to outside and inside 
pulling operations. It can be used as a two-way or three- 
way puller by changing the Two-Way Block, ET-1135-2 
to the Three-Way Block, ET-1135-3 and inserting Jaws, 
ET-1135-1 as shown in the small illustrations. Reversing 
the Cone, ET-113 5-4 arranges the Tool for inside pulling 
jobs. Capacity with 2-Jaws — Outside: 1” to 4%", 
Inside: 114” to 334”. Capacity with 3-Jaws — Outside: 
114" to 41%”, Inside: 1%" to 434”. 

No. Weight 
ET-1135 


Complete Slide Hammer Puller Set 
including Slide Hammer Assembly, 
ET-1135-1 Set of 3 Puller Arms, 
ET-1135-2 Two-Way Puller Head, 
ET- 1135-3 Three-Way Puller Head, 


ET-1135-4 Adjusting Cone 8 Ibs. 
ET-1135-1 3 Puller Arms | Ib. 
ET-1135-2 Two-Way Puller Head ‘a |b. 
ET-1135-3 Three-Way Puller Head Yo Ib. 
ET-1135-4 Adjusting Cone 1% Ibs. 


ET-1066 = Slide Hammer Assembly Only 4% Ibs. 
Blackhawk Universal Hub Puller 
Here you have the best designed and most practical 
Hub Puller on the market today This is because the 
sliding arms are easily and quickly adjustable to fit any 
type of hub regardless of the number of wheel studs 
used Works on any wheel where hub bolt circle does 

not exceed 712” 
No. Weight 


ET-1156 Universal Hub Puller with 9 Ib. 2 oz. 
Striking Wrench 

ET-1155 Striking wrench for ET-1156 

ET-1157 Ford Hub Puller attachment 


for ET-1156 
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AUTOMATIC TRANSMISSION TOOLS 
Blackhaurk rool® 


AUTOMATIC TRANSMISSION TOOL 
SERVICE KIT BOARDS FOR MECHANICS 


Blackhawk the leading manufacturer of automatic 
transmission tools, offers a complete line of tools for the 
adjustment and repair of all popular automatic trans- 
missions. Because of the specialized nature of these 
tools, they are illustrated and described in separate 
catalogs. Each transmission tool catalog includes com- 
plete instructions with in use illustrations for all of the 
tools necessary to repair that particular transmission. 
The tools shown on the automatic transmission Tool 
Service Kit boards on these pages are fully described in 
the catalog indicated. 


AJB-17B HYDRA-MATIC SERVICE TOOL BOARD 
1956 and later Oldsmobile, Pontiac and Cadillac 


Part No. Description 

AJB-17B Service Kit Board Complete with 17 Tools 
ADI-4B Dial Indicator Extension Rod 

AJ-1B Clutch Unit Holding Fixture 


AJ-2B Flywheel Housing Oil Seo! Installer 
AJ-3B Flywheel Housing Oil Seol Protector 
AS-4B Reverse Drive Flange Retainer 

AJ-6B Front Unit Coupling Cover Remover 
AL-7B Front Unit Coupling Valve Retoiner 
AJ-8B Speedometer Gear ond Rear Pump Puller 
AJ-9B Accumulator Cover Remover ond Installer 


AJ-10B Slide Hammers 
AJ-11B Main Shaft End Play Checking Fixture 
AJ-12B — Rear Clutch Spring Compressor 


HTB-26B HYDRA-MATIC AJ-13B — Rear Oil Pump Bearing and Speedometer Gear Installer 
LL BOARD AJ-14B Speedometer Gear Locking Gouge 
pad TOO) . AJ-15B Rear Unit Clutch Retainer 
1946-55 Oldsmobile, Cadillac, Pontiac, AJ-16B — Front Unit End Play Checking Gauge 
Lincoln, Nash and Hudson AJ-18B Throttle Linkage Gavge 
Part No. Description AJBB-17B Display Board Only 


HTB-26B Service Kit Board with 26 Hydra-matic 
Transmission Service Tools 

ACT-1B Front ond Reor Clutch Tester 

ADI-2B Dial Indicator Extension Rod 

AFP-1B Front Planetary Holder 

AFP-2B Front Pump Holder 

AGS-IB Governor Sleeve Aligning Tool 

AH-10B — Hydra-motic Front and Rear Bond Adjusting 
Tool (External) 

AH-11B — Hydra-matic Front Band Adjusting Tool 
(Internal) 

AH-12B  Hydro-matic Rear Bond Adjustment Gouge 
(Interned) 

AME-1B = Main Shaft End Play Checking Tool 

AMS-1B  Open-Type Snap Ring Remover 

AOD-1B Oil Delivery Sleeve Ring Compressor 

ARC-1B Rear Clutch Retaining Bracket 

ARC-2B — Multi-Purpose Clutch Spring Compressor 

ARC-3B Reverse Cone Clutch Instoller 

ARS-1B Rear Servo Spring Compressor 

ARU-1B Rear Unit Holding Too! 

AS-18 Speedometer Drive Gear Spacer Gauge 

ASD-3B Output Shoft Seal Driver 

ASD-4B Output Shaft Seal Driver 

ASD-7B — Front Pump Seal Driver 

ASD-8B Adapter Driver for ASD-38, ASD-4B, ASD-7B 

ASP-1B Seal Puller (large 

ASP-2B — Seal Puller (small) 

ATL-2B — Universol Throttle Arm Gauge 

ATL-3B Universal Throttle Arm Bender with Throttle 
Linkage Pins 

P-59B Snap Ring Pliers 

HTBB-26B Display Boord only 


Refer to Cat. No, B147 for the complete listing of Oldsmobile, Pontiac, 
and Cadillac Hydra-matic transmission tools. 


Refer to Cat. No. B147 for the complete listing of Oldsmobile, 
Pontiac, Cadillac, Lincoln, Nash, and Hudson Hydra-matic 
transmission tools, 


78 


AUTOMATIC TRANSMISSION TOOLS 


Blackhaurk TOOLS 


POWERFLITE © TORQUE-FLITE 
SERVICE TOOL BOARD 
Plymouth, Dodge, DeSoto, Chrysler, 
and Imperial Cars 


Part No. Description 

APFB-12B Service Kit Board Complete with 12 Tools 

APF-10B = Reverse Band Adjusting Tool 

APF-11B — Kickdown Band Adjusting Tool 

APF-12B Front Pump Seal Driver 

APF-13B = Manual Shaft Seal Driver 

APF-14B Extension Housing Replacer 

APF-15B Extension Housing Bearing Remover and Replacer 
APF-16B = Reaction Shaft Remover and Replacer 

APF-17B Planetary Gear Train Holding Fixture 

APF-18B = Clutch Spring Compressor 

APF-19B Valve Body Fixture 

APF-20B — Extension Housing Puller 

APF-21B = Servo Spring Compressor 

APFBB-12B Display Board Only 

Refer to Cat. No. B147 for the complete listing of Plymouth, 
Dodge, DeSoto, Chrysler, and Imperial Powerflite transmission 
tools. 


FORDOMATIC @ MERCOMATIC 
ADJUSTMENT TOOL BOARD 


Ford and Mercury 

Lincoln and Studebaker 
Part No. Description 
AFB-12B Service Kit Board Complete with 12 Adjustment Tools 
AF-10B Front Band Adjusting Tool 
AF-11B Rear Band Adjusting Tool 
AF-12B Throttle Valve Stop Bending Tool 
AF-13B Manual Shaft Seal Installer 
AF-14B Throttle Linkage Control Pin 
AF-16B Throttle Lever Protractor Gauge 
AF18B Throttle Linkage Gauge (1954) 
AF-19B Throttle Linkage Gauge 1951, 52, 53) 
ASD-4B Output Shaft Seal Driver 
ASD-8B Adapter Driver for ASD-4B, ASD-5B. and ASD-8B 
ASP-2B Seal Puller 
ET-1066 Slide Hammer 
AFBB-12B Display Board Only 


FORDOMATIC © MERCOMATIC 
REPAIR TOOL BOARD 


Ford and Mercury 

Lincoln and Studebaker 
Part No. Description 
AFB-10B Service Kit Board Complete with 10 Repair Tools 
ADI-3B Dial Indicator Extension Rod 
AF-15B — Stator Sprag Inner Race Replacer 
AF-17B_ — Rear Pump Discharge Tube Remover 
ASD-5B_ Front Pump Seal Driver 
AFC-1B ~ Front Clutch Diaphragm Spring Compressor 
AFC-2B = Rear Clutch Spring Compressor 
AFP-3B Planetary Holding Fixture 
AFS-1B Output Shaft Sleeve Puller 
AFS-2B Output Shaft Sleeve Installer 
P-59B Snap Ring Pliers 
AFBB-10B Display Board Only 
Refer to Cat. B147 for the complete listing of Ford, Mercury, 
and Lincoln and Studebaker Fordomatic transmission tools. 
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BOLT & NUT SIZES 


Proposed American Standards Association ASA B18 Sq. and 
Nominal Bolt, Screw and Nut Diameters 


“This is the official guide to Wrench and Socket sizes for Hexagon Bolts and Nuts 
Bolts and Nuts, revised October 27, 1952.” Standards 


Wrench Openings 


—— 


9/16) 2.5625 
5/8 | 2.6250 
3/4 | 2.7500 
3/16) 2.8125 
8/16| 2.9375 


OG] Fe Fe Be ae eB Be] Oe ad ds | tt et te te ee 
—— 


1/8 | 6.1250 


Regular Square Only. 

All dimensions given in inches. 

Monae ‘shall be marked with the “Nominal Size of Wrench” which is equal to the basic or maximum width across flats of the corresponding 
it or nut. 

Allowaace (minimum clearance) between maximum width across flats of nut or bolt head and jaws of wrench equals (0.005 W plus 0.001). 

Tolerance on wrench opening equals plus (0.005 W plus 0,004 from minimum). (W equals nominal size wrench.) 


ic 
7 are 2 other new Avtomati 


ds +++ 
einsmission Tool ne 
e Throttle Linkage A 


Tools only- 
e Band Adjustme! 


send the tee facts! 


nt Tools only: 


ATB-16B 


2' X 3° BOARD COMPLETE WITH 
ALL 16 TOOLS LISTED BELOW. 


AF-14B  Fordomatic Throttle Linkage Control Pin 
AF-16B Fordomatic Throttle Lever Protractor Gauge 
AF-18B Fordomatic Throttle Linkage Gauge (1954) 
AF-19B  Fordomatic Throttle Linkage Gauge (1951- 

52-53) 
AJ-18B Throttle Linkage Gauge 
ATL-2B Un. Throttle Arm Gauge with Pins 
ATL-3B Un. Throttle Arm Bender 

ADP-10B Dynaflow-Powerglide Band Adjusting Too! 
ADP-11B Hex. Adpt. for ADP-10B 
AF-10B Fordomatic-Mercomatic Front Band Adj. Tool 
AF-11B Fordomatic-Mercomatic Rear Band Adj. Tool 
AH-10B Hydra. Front and Rear Band Adj. Too! (Ext.) 
AH-11B Hydra. Front Band Adj. Tool (Int.) 

AH-12B Hydra. Rear Band Adj. Gauge (Internal) 

APF-10B Powerflite Reverse Band Adjusting Tool 

APF-11B Powerflite Kick-down Band Adjusting Tool 


Now! BIG PROFITS 


in Simple, Easy-To-Do 
AUTOMATIC TRANSMISSION 
ADJUSTMENTS 


Over 33 million cars today are equipped with Auto- 
matic Transmissions — don’t miss this great service 
opportunity. You can make external adjustments on 
every Automatic Transmission with the Tools you get 
on this special Service Station Tool Board. It starts you 
off right in a profitable business. And, all adjustments 
can be made without disassembling or dropping the 


Transmission. “How-To-Do-It” illustrated instructions 
are included with each Tool. 

Keep this profitable work in your own Station . . . Auto- 
matic Transmission Adjustments, plus extra sales of 
Transmission oils, add up to real money for YOU ! Call 
your Jobber TODAY — find out how inexpensively 
and quickly you can put these Tools to work. 


